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1ZVESTAJ O PRORACUNU EMISIJE ZAGADUJUCIH
MATERIJA U VAZDUH

"HIP PETROHEMUJA"

Ul. Spoljnostarcevacka br. 82
26000 Pancevo

Proracun EMISIJE zagadujucih materija iz difuznih izvora
fabrike sintetickog kaucuka FSK u Elemiru (Tretman
otpadnih voda) za period januar - jun 2020. godine.

Dozvola za merenje emisije iz stacionarnih izvora
zagadivanja Ministarstva poljoprivrede i zastite Zivotne
sredine broj: 353-01-01408/2016-17 od 18.07.2016.

godine

Sertifikat o akreditaciji akreditacionog telo Srbije,
akreditacioni broj 01-073 od 10.04.2020.

04-04-07-20-0460

"Institut za zastitu na radu" a.d. Novi Sad, Marka
Miljanova 9i 9A

Goran KneZevi¢, diplomirani inZenjer tehnologije
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1. OPSTI PODACI O OVLASCENOJ STRUCNOJ ORGANIZACII KOJA VRSI MERENJA

OVLASCENA STRUCNA ORGANIZACIJA ZA VRSENJE MERENJA EMISIJA ZAGAPUJUCIH

MATERIJA U VAZDUH

Naziv INSTITUT ZA ZASTITU NA RADU A.D.

Adresa Marka Miljanova 9 i 9A, Novi Sad

Pib 101708085

Maticni broj 08112517

Tekudi racun HYPO BANKA 165-916-13

Broj telefona 021/421-700; 021/421-702; 021/421-703;

021/528-307

Broj faksa 021/422-435

Elektronska posta institut@institut.co.rs

Radno vreme od 07:00 do 15:00 ponedeljak-petak

Lice za kontakt Goran Knezevi¢, dip. inZ. teh.

Funkciju koju vrsi lice za kontakt Sef laboratorije za ispitivanje

Broj telefona lica za kontakt 021/421-700 lok. 4006

Broj faksa lica za kontakt 021/422-435

Elektronska posta lica za kontakt goran.knezevic@institut.co.rs

o
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2. OPSTI PODACI O OPERATERU | POSTROJENJU U KOME SE VRSE MERENJA

OPERATER | PREDMETNA POSTROJENJA

Naziv
Adresa

Broj telefona

Broj faksa

Elektronska posta

Pib

Maticni broj

Registarski broj

Datum registracije

Lice za kontakt

Broj telefona lica za kontakt
Broj faksa lica za kontakt
Elektronska posta lica za kontakt

Postrojenja za koja se vrSi merenje
i proracun emisije

"HIP Petrohemija" a.d.

Spoljnostarcevacka br.82
26000 PANCEVO
013/307-000

013/310-207
info@hip-petrohemija.rs

101052694

08064300

BD 259

10.02.2005.

Sanja Dankovi¢

064/8566289

013/310-207
sanja.dankovic@hip-petrohemija.rs

Fabrika sintetickog kaucuka FSK, Elemir:

e Difuzni izvori emisije fabrike , TOV“ (Tretman otpadnih

voda)

P

<i»

PETROHEMIJA
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3. OPIS MAKROLOKACUIE | MIKROLOKACIJE O POSTROJENJU

MAKROLOKACIJA KOMPLEKSA

Opis

Udaljenost od naselja

122 24 ’
120 $ Mihajlovo
Curug Taras Miyixajnoeo)
Hypyr) Tapaw)
clmi
MPWr) Enesmnp
Temerin
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e g
,,-J Bac'kl Jfr?k Mabarp) (3peraHun)
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7
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22 £ Kaé Mosorin =Y
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A Byancasa) g AT Belo Blato
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(Hosw'Capn) E-75 e
Kovil 110
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L Karlovci  Koviljskirit Gardinovci Titel |-{¥10]" Perlez
P Koanrec Ty, o Tures epnas)
{ ) = {FapanRoB
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Kompleks fabrike sintetickog kaucuka FSK izgraden je u industrijskom delu
naselja Elemir. Elemir se nalazi u Vojvodini, pripada srednje-banatskom okrugu, a
udaljen je jedanaest kilometara severozapadno od Zrenjanina i pet kilometara od
leve obale reke Tise. Prose¢na nadmorska visina terena na kojem se selo nalazi je
82,3 metra. Najbliza sela su mu, sa juzne strane Aradac, sa istocne Mihajlovo, a
sa severa Melenci i Taras. Fragmenti arheoloskog materijala pronadjenog na
humkama oko sela i u blizini reke Tise govore da su ljudi ovaj kraj naseljavali jos u
praistoriji. Prvi zvaniéni podaci o tome poticu iz ¢etrnaestog veka. Naziv Elemir
prvi put se pominje u popisu imanja Mehmed Pase Sokolovi¢a 7-og maja 1573
godine. Predpostavka je da i samo ime sela poti¢e od turskog naziva Erazi El
Emiri, sto u prevodu znaci "carski posed"

Kompleks je udaljen oko 1 km od najbliZih individualnih stambenih objekata
naselja Elemir

Makrolokacija naselja Elemir
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Tretman otpadnih
voda

PoloZaj postrojenja Fabrike sintetickog kaucuka FSK u Elemiru
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4. OPIS POSTROJENJA U KOJEM SE VRSI MERENJE

4.1 Opis industrijskog kompleksa

Fabrika sintetickog kaucuka ima postrojenje za preciS¢avanje otpadnih voda koje je u funkciji od
03.01.1984., odnosno od vremena kada je Fabrika pustena u rad. Postrojenje je projektovano za
sledeée kapacitete:

- Hidrauli¢ko opterecenje: 70 m3/h

Tehnologija rada postrojenja za preciséavanje otpadnih voda odabrana je prema tehnologiji
proizvodnih postrojenja. Zasniva se na separacionom izdvajanju laksih i tezih komponenti od vode i
bioloskoj razgradnji organskih materija.

Postrojenje za tretman otpadnih voda obuhvata crpnu stanicu spoljne kanalizacije, uredaj za
precis¢avanje otpadnih voda i crpnu stanicu precis¢enih otpadnih voda.

UREA }
B-2630
| BAzEN za AErRACWU
p—] .
B-2600 ’
ATMOSFERSKI TALOZNIK ATMOSFERSKIH X X
_VGBE_; VODA
ZAULJENE B-2610 ]
~=ooE | - -
i RETENZIONI BAZEN [ | &=a 28318
| ZAULJENIH VODA :| |
FEKALNE i S. 2641-44
VODE LJ B-2620 A
L SEPARATOR ULJA B-2640 (=]
TEHNOLOSKE VODE 1Z SBR-a | - SEKUNDARNI BAZEN ZA
LABORATORIJE TALOZENJE MULJA
A
A
B-2575 I A
ﬁ 52643

&)
5B-2510a )
_,E: SB-2511alb ,_Q—rl_:sazsmb Q /\
| ||
o

Sistem za odvodenje otpadnih voda sa kompleksa Fabrike sintetickog kauc¢uka u Elemiru sastoji
se od atmosferske, zauljene, procesne i fekalne kanalizacije. Sve navedene kanalizacije sakupljaju se
na crpno postrojenje gde se voda podiZe na visine koje diktira postupak precis¢avanja nakon kojeg se
voda odvodi u recipijent van kompleksa.
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Otpadna voda : 70 m3/h

- BD postrojenje : 2 m3/h
- SBR postrojenje : 66 m3/h

Nnovli SAD

- Sanitarna otpadna voda : 1 m3/h

- Kidnica: 1 m3/h

Zauljena kanalizacija : 20 m3/h

4. 2 Tehnicki podaci o postrojenjima

Bazen za aeraciju B2630

POSTROIJENIJE — TOV (Tretman otpadnih voda — Bazen za aeraciju B2630)

Opis

Vrsta

Duzina

Sirina

Dubina

Zapremina

Vreme retenzije
Prostorno opterecenje
Precnik izlazne cevi
Povrsina aeracije

Broj aeratora

Snaga aeratora
Precnik propelera

Broj obrtaja propelera
Aktivna biomasa
Precnik ulazne cevi
Kordinate

Filterska jedinica za preciS¢avanje otpadne vode
Aerator
21m
11m
2.5m
540 m3
7.5h
0.63 kg BOD/m?
kanal Sirine 1.8 m
231 m?

2
15 kw
124 cm
84 o/min
150 ml/I
15cm
S 45.45881°
1 20.31845°

Bazen za aeraciju je pravougaoni, ojacan celikom, betonski bazen, u koji se uvodi procesna voda na

bioloski tretman i sanitarna voda, kao i uljna kiSnica nakon uljnog separatora. Urea se priprema u

rezervoaru za ureu i prevodi do ulaznog dela aeracionog bazena pomocu dve rucno reguliSuce dozir

pumpe od kojih je jedna rezerva.

U aeracionom bazenu organske necistoée iz vode se razgraduju pomocéu mikroorganizama, uz

potrosnju kiseonika. Aktivni mulj se formira tako da ga mora biti uvek u visku u aeracionom bazenu

da se obezbedi adekvatna razgradnja organske materije. Akva-bak je komercijalni naziv za smesu

fakultativno aerobnih i anaerobnih mikroorganizama, liofilizovanih na hranljivoj podlozi, koji se

koriste kao radni mikroorganizmi.

Strana 8 od 19

ADRESA: Novi Sad, Marka Miljanova 9 i 9A

TELEFONI: centrala: (021) 421-700, 421-702,421-703, 528-307; fax : 422-435

mail: institut@institut.co.rs web sajt: www.institut.co.rs

Broj radnog naloga

Q7-04-03/3 [Izvestaj se ne sme umnoZavati, izuzev u celini, bez saglasnosti Laboratorije za ispitivanje 04-04-07-20-0460



/.e INSTITUT ZA ZASTITU NA RADU ad.

Nnovli SAD

Kiseonik, potreban za razgradnju uvodi se u vodu pomoéu dva Gyrox aeratora. Njihov raspored i
brzina su tako prilagodjeni dimenzijama bazena, da je otpadna voda, koja treba da se tretira,
distribuirana kroz celu zapreminu bazena, a takodje i ceo aktivirani mulj u kratkom vremenskom
periodu. Aeratori su gonjeni pogonskim motorom i pricvrs¢eni na mostove koji se protezu celom
Sirinom bazena.

Da bi se obezbedile varijacije u transferu kiseonika postavljena je podesljiva prekostrujna brana na
kraju bazena. PodeSavanjem ove brane moze se povecati ili sniZzavati nivo vode u aeracionom bazenu
tako da se menja dubina uronjavanja aeratora. Sadrzaj kiseonika u smesi mulja i vode mora biti 1-2
mg/I.

Bazen za taloZenje B2640

POSTROIJENIJE — TOV (Tretman otpadnih voda — Bazen za taloZenje B2640)

Opis Filterska jedinica za preciS¢avanje otpadne vode
Vrsta Taloznik
Duzina 22 m
Sirina 6m
Dubina 2m
Zapremina 132 m3
Brzina isticanja 0.53 m/h
Ulazna cev kanal Sirine 600 x 50 cm
Precnik izlazne cevi 20cm
Maks. visina te¢nosti u bazenu 1.7m
Prosecna visina tecnosti 1.7 m
Maksimalni kapacitet bazena 225 m3
Kontaktna povrsina sa vazduhom 132 m?
Kordinate $45.45193°

1 20.31845°

Mesavina aktivnog mulja i vode tece preko podesljive brane ka degazacionoj komori taloZznog bazena
B 2640. degazaciona komora opremljena je mesalicom male brzine Sto obezbeduje odvajanje gasa iz
mesavine mulja i vode i na taj nacin poboljSava taloZne karakteristike bakterijskih flokula.

Iz degazacione komore, smesa mulj-voda tece u taloZni bazen B 2640.

Radi ujednacene raspodele ulazne struje po celoj Sirini taloZnog bazena i mesavina mulj-voda koju
treba izbistriti uvodi se preko unutrasnjih cevi ispod nivoa vode ka prihvatnoj komori. Cevi
omogucuju jednaku raspodelu nezavisnu od brzine protoka uzvodno od cevi. Uvodenje preko
uronjenih cevi takode sprecava ulaz vazdusnih mehurova dok voda ulazi u prihvatnu komoru, tako da
je smanjeno stvaranje pene. Bazen je tako dimenzionisan da se flokule mulja uredno odvajaju iz
smese aktivni mulj-voda i taloze se.
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Bazen je opremljen grebacem koji je vodjen pogonskim motorom. Brzina grebaca je oko 3 cm/sec.

Ispod pokretnog mosta koji obuhvata celu Sirinu bazena, grebaci su obeSeni o dve celiéne sajle
razli¢ite duzine. U odnosu na duzinu sajli, oStrice grebaca postavljene su pod odredenim uglom u
pravcu kretanja. Mulj je istaloZzen u ravno dno kanala koij se prostire uzduzno kroz bazen. Ostrice
grebacda se automatski podizu pomoc¢u motora na kraju taloznog bazena, a na pocetku se ponovo
postavljaju u pocetni poloZaj. Pumpa koja je montirana na grebacu prebacuje mulj u recirkulirajudi
kanal odakle tece u sabirni bazen i dalje gravitacijski nazad u aeracioni bazen. Kasike (lopatice) za
skidanje pene obesene su na grebacu sa klatnom i one skidaju penu ka kanalima postavljenim na
ulaznom delu bazena. Pena tece iz kanala u pumpu i odstranjuje se. Pena se odvodi u ulivhu jamu
uguscivaca ili u stabilizacioni bazen.

Cista voda odstranjuje se kroz kanale i te¢e gravitacijski ka reci. Tretirana otpadna voda meri se
meracem protoka i koli¢ina se registruje u kontrolnoj sobi. Projektovana koli¢ina obradene otpadne
vode koja se dnevno 3alje ka Tisi je 1680 m3/dan.

Uguséiva¢ mulja B 2650

UguscivaC je neophodan da smanji zapreminu mulja kojeg treba stabilizovati gravitacionom
separacijom.

Uguscivac se sastoji od cilindricnog bazena oja¢anog betonom u kojem se kruzni grebac i mesalica
pokrecu malom perifernom brzinom. Mulj se pusta u uguséiva¢ odozdo kroz propusni cevovod koji
ide od ulaznog bazena ka centralnom bazenu uguséivaca. Mulj se vodi do pregrada na pola visine
centralnog bazena. Od ovih pregrada mulj se ujednaceno distribuira u uguscivac. Dok se mulj talozi,
mutna voda se istiskuje nagore pomocu novodolaze¢eg mulja i podiZze se ujednaceno ka izlaznom
kanalu, Sireci se svuda po bazenu odakle tecCe gravitacijski natrag u aeracioni bazen. Mulj sa dna
struze se u centalni sabirni kanal i biva povu¢en pumpama u bazen za stabilizaciju mulja.

Bazen za stabilizaciju mulja B 2660

Bazen za stabilizaciju mulja je betonski bazen opremljen povrsinskim aeratorom, na isti nacin kao i
kod aeracionog bazena za otpadnu vodu. Uvodenjem atmosferskog kiseonika deo organskih
supstanci u preostalom mulju se razgraduje. Stabilizovan visak mulja tece preko brane u jamu za
mulj. Stabilizovan mulj se moZe koristiti u poljoprivredi.
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4. 3 Opis tehnoloskog procesa u kojem se vrs$i merenje

Opis tehnoloskog procesa proizvodnje SBR kaucuka — Pogon SBR se sastoji iz sledecih sekcija:

1. Skladiste sirovina i hemikalija

Sekcija pripreme hemikalija za proces polimerizacije
Sekcija za uklanjanje inhibitora iz monomera

Sekcija polimerizacije

Sekcija regeneracije monomera (degazacija)

Sekcija skladistenja lateksa i homogenizacija

Sekcija finalizacije - koagulacija

Sekcija finalizacije - ispiranje, susenje i baliranje
Sekcija pakovanja i skladiStenja gotovog proizvoda SBR

LN R~WN

U Pogonu SBR-a se nakon pripreme hemikalija za proces polimerizacije i uklanjanja inhibitora iz
monomera 1,3 butadiena i stirena, vrsi kopolimerizacija stirena i butadiena u hladno emulzionoj
polimerizaciji koja se odvija pri temperaturi od oko +5 °C, u vodenoj emulziji u prisustvu inicijatora,
katalizatora i modifikatora (regulatora) rasta molekulskog lanca. Tip vodene emulzije, smese
smolnog sapuna i masnih kiselina, zavisi od unapred definisanog tipa SBR koji se proizvodi. Sama
reakcija polimerizacije je egzotermna reakcija kopolimerizacije stirena i butadiena te je neophodno
stalno hladenje. Vreme zadrZavanja reakcione mase u reaktorskom nizu je vreme koje je potrebno
da se postigne 60% konverzije monomera u kopolimer, lateks SBR. Nakon dostizanja 60% konverzije
dodaje se stoper u cilju zaustavljanja reakcije polimerizacije i prebacivanje reakcione mase u pufer
posudu pred dalji tretman lateksa u Sekciji Finalizacije. PoSto se kopolimerizacija vodi do oko 60%
konverzije monomera , u sekciji degazacije i regeneracije monomera vrsi se odvajanje
neproreagovanih monomera iz lateksa, njihovo preciséavanje i odvodenje na ponovno koriséenje u
procesu polimerizacije.

Sekcija Finalizacije

U Sekciji Finalizacije se vrsi koagulacija lateksa i dobijanje kaucuka, cedenje, suSenje, baliranje i
uvijanje bala kaucuka u PE foliju.

Koagulacia kaucuka iz lateksa, u koji se prethodno dodao antioksidant, se vrsi uz dodatak sumporne

kiseline i koagulacionog sredstva u koagulacionim reaktorima R - 2400, 2401 a zavrSava u reaktoru R
- 2404, u kojem se dobijeni kaucuk pere bunarskom vodom do neutralne sredine.

Cedenje kaucuka se vrsi na luc¢nim sitima S - 2411 A-E i puznim presama S - 2412 A-E do vlage u

kaucuku od 12 %. Ocedeni kaucuk se vibracionim transporterima prebacuje u mlin - ¢eki¢ar gde se
sitni do granulacije pogodne za dalji transport.

SuSenje kaucuka pocinje sa pneumatskim transportom kaucuka ka susari. Duvaljka BL - 2421

ostvaruje takav protok vazduha, koji obezbeduje siguran transport kau¢uka od mlin - ¢ekiéara do
dozir - bunkera na susari. Kaucuk se pomoc¢u odbojne ploce ravhomerno rasporeduje po celoj Sirini
perforirane trake a visak vazduha se pomocu ventilatora S - 2420.4 izbacuje iz dozir bunkera a preko
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kamina u atmosferu. Perforirana traka provodi kaucuk kroz susaru ( 6 komora za suSenje i 1 za
hladenje ) u kojoj se pomocu prinudne curkulacije i zagrevanja vazduha, kaucuk susi do konacne
vlage od max. 0.75 %.

Otpadni vazduh od susenja kaucuka se izbacuje iz suSare pomocu ventilatora S - 2420.3, a preko
kamina u atmosferu. Osuseni kaucuk se sitni i pneumatskim transportom koji omoguéava duvaljka
BL - 2422 prebacuje u ciklon S - 2423. Iz ciklona kau€uk pada na dalju preradu dok se vazduh preko
centralne cevi odvodi u atmosferu.

Baliranje kaucuka je proces presovanja rastresitog kaucuka u kompaktne bale tezine 30 kg.

Uvijanje bala kaucuka u PE foliju putem varenja polietilena je zadnja operacija u ovom objektu
Opis tehnoloskog procesa precis¢avanja otpadnih voda - TOV

Kisnica i sanitarna voda ce se upudivati posebno od procesne otpadne vode iz BD i SBR postrojenja u
pogon za bioloski tretman B2630/B2640 gde se sve struje otpadne vode tretiraju zajedno.

Uljna kisnica iz poplo¢anih zona u procesnom pogonu, maksimalna koli¢ina od 20 m3/h se prethodno
tretira u API separatoru ulja B2620. Separator ulja je opremljen sa skidacem ulja. Skinuto ulje se
ispusta pomocu cevi u jamu sa uljem pod nagibom. Samo mehanicki zagadena kiSniva se upuduje
direktno u bazen za kiSnicu B2610. Voda iz ovog bazena se 3alje u bazen protivpoZarne vode.

Sanitarna otpadna vode, bez otpadaka, se isporucuje direktno na ulaz bazena za aeraciju B2630, isti
kao i procesna voda. Odvodi se posebnom cevi direktno ka bazenu za aeraciju. Normalna kolic¢ina
protoka 1 m3/h.

Procesna voda iz BD i SBR postrojenja prevodi se direktno u max. koli¢ini od 68 m3/h ka bazenu za
aeraciju B2630. Procesna voda sadrzZi organske necistoce, ali je oslobodena od ulja. Temperatura
procesne vode na granici predaje ne bi trebalo da prede temperaturu visu od 40°C.

Bazen za aeraciju B2630 je pojacan betonom i opremljen sa specijalnim povrsinskim aeratorima. U
optimalnim Zivotnim uslovima za bakterije koje postoje u bazenu aeracije usled prodora dovoljne
koli¢ine kiseonika iz vazduha, organska jedinjenja se degradiraju pomoc¢u mikroorganizama.

Povrsinski aeratori obezbeduju dovoljan prodor kiseonika kao i cirkulaciju, tako da u bazenu aeracije
ne moze do¢i do deponovanje mulja. Iz bazena za aeraciju, smesa aktivhog mulja i tretirane vode
teCe preko brane koja se moZe podeSavati u protocni sekundarni bazen za taloZenje koji ima
pravougaonu betonsku konstrukciju. Aktivirani mulj ¢e se taloZiti i istovarati u kanal na dnu bazena
pomocu grebaca sa klathom. Iz ovog kanala mulj se prenosi pomoc¢u pumpe u kanal za recirkulacioni
mulj koji je postavljen na ivici bazena i kona¢no se vrada na ulaz bazena za aeraciju. Ovaj
recirkulacioni mulj sluZi za odrzavanje dovoljno velike koncentracije bakterija u aeracionom bazenu.
Potrebno je da se izvesna koli¢ina viska povremeno povla¢i pomodéu pumpe iz sekundarnog bazena
za taloZenje posto se deo rastvorenih organskih supstanci pretvara u aktivirani mulj.
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4. 4 Podaci o postrojenju, odnosno uredajima za smanjenje emisije

POSTROIJENIJE — TOV (Bazen za aeraciju i bazen za taloZenje)

Opis

Proizvodac

Tip NEMA INSTALISANIH UREDAJA ZA SMANJENJE EMISIJE
Kapacitet

Dimenzije

5. PODACI O POLOZAJU MERNIH MESTA

POSTROIJENIJE — TOV (Tretman otpadnih voda)

Izlaskom na teren utvrdeno da su bazen za aeraciju i bazen za taloZenje otvoreni sistemi koji
predstavljaju difuzne izvore emisije Stetnih materija u atmosferu te samim tim na zate¢enom stanju
nije tehnicki izvodljivo obezbediti merna mesta na kojima bi se moglo izvrsiti merenje emisije Stetnih
i zagadujucih materija u skladu sa akreditovanim metodama.

Uredbom o granicnim vrednostima emisija zagadujuc¢ih materija u vazduh iz stacionarnih izvora
zagadivanja, osim postrojenja za sagorevanje (“Sl. glasnik RS” br. 111/2015, DEO VIII) je propisano
matematicko modelovanje emisije programskim alatima preporuéenim i prihvaéenim od strane
Ameri¢ke agencije za zastitu Zivotne sredine EPA, EPA-453/R-94-080// Air emissions models for
waste and wastewater. Po ovom modelu se vrsi proracun emisije Stetnih materija na postrojenjima
za preciS¢avanje otpadnih voda uzimajuci u obzir koncentracije zagadujucih materija u otpadnoj
vodi, tehnicke podatke samih postrojenja za preciséavanje i meteoroloske podatke za datu oblast.
Proracun je izveden na osnovu prosecne vrednosti koncentracija zagadujucih materija dobijenih iz
analiza uzoraka otpadne vode za 28.06.2018. godine.
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6. PLAN, MESTO | VREME MERENJA

Na osnovu ugovora broj 1785-0 od 28.01.2019. izmedu akcionarskog drustva za proizvodnju
petrohemijskih proizvoda, sirovina i hemikalija "HIP PETROHEMIJA" Pancevo-u restruktuiranju, ul.
Spoljnostarcevacka br. 82 i ,Instituta za zastitu na radu” a.d Novi Sad, izvrSen je proracun emisije
zagadujucih materija iz fabrike ,,TOV” (Tretman otpadnih voda) u okviru Fabrike sintetickog kaucuka
FSK, Elemir za period januar-jun 2020. godine.

OSNOVNI PODACI O IZVRSENOM PRORACUNU (fabrika , TOV“)

Postrojenja Bazen za aeraciju i bazen za talozenje

Zagadujuée materije Stiren

Period Januar-Jun 2020. godine

Zakonska regulativa Uredba o grani¢nim vrednostima emisija zagadujucih materija

u vazduh iz stacionarnih izvora zagadivanja, osim postrojenja
za sagorevanje (“SI. glasnik RS” br. 111/2015)

GVE Uredba o grani¢nim vrednostima emisija zagadujucih materija
u vazduh iz stacionarnih izvora zagadivanja, osim postrojenja
za sagorevanje (“SI. glasnik RS” br. 111/2015, DEO VIII)

Proracun je izvrSen kao... periodi¢no merenje radi povremenih kontrola emisije

7. PODACI O PRIMENJENIM STANDARDIMA ZA MERENJE, MERNIM POSTUPCIMA |
VRSTAMA MERNIH UREDAJA

7.1 Standardi i metode

Primenjena zakonska regulativa:

e Zakon o zastiti vazduha (“Sl. glasnik RS” br. 36/2009)
e Uredba o grani¢nim vrednostima emisija zagadujucéih materija u vazduh iz stacionarnih
izvora zagadivanja, osim postrojenja za sagorevanje (“Sl. glasnik RS” br. 111/2015)

Primenjene metode:

e EPA-453// Air emissions models for waste and wastewater.
e WATER9 software version 3.0// Air Emissions Model for Waste and Wastewater Treatment.
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7. 2 Odredivanje koncentracije zagadujuéih materija

ZAGADPUJUCA MATERIJA
Postrojenje - TOV (Bazen za aeraciju i bazen za taloZenje)

Stiren EPA-453// Air emissions models for waste and
wastewater
WATER9 software version 3.0// Air Emissions Model
for Waste and Wastewater Treatment

7. 3 Relevantne zagadujuce materije

STIREN

Stiren (takode poznat i kao vinil-benzen, cinamen, stirol, etenbenzen, fenetilen, fenileten, stiropol) je
hemijski organsko jedinjenje koje spada u grupu aromaticnih ugljovodonika. Hemijska formula mu je
CeHsCH=CH,. Pod normalnim uslovima je uljasta te¢nost, koja lako isparava. Ima slatkast miris ako je
Cist, a zbog nekih primesa mozZe imati i neugodan. Stiren je veoma vazan meduproizvod u proizvodnji
vrlo vaznog sintetickog materijala polistirena.

8. OPIS USLOVA U TOKU MERENJA

POSTROJENIJE — TOV (Bazen za aeraciju i Bazen za taloZenje)

Za proracun emisije zagaduju¢ih materija na difuznim emiterima u TOV-u, uzorkovano je dva uzoraka
otpadne vode na slede¢im mernim mestima:

e Bazen za aeraciju na poloZaju ulaz B-2630/1

e Bazen za taloZenje na poloZaju TISA B-2641.

Uzorkovanje vode izvrSeno je 15.06.-16.06.2019.god. od 08:00h (15.06.2020.) do 04:00h
(16.06.2020.).
Za vreme uzimanja uzoraka otpadne vode na gore pomenutim mernim mestima protok vode ka
Bazenu za aeraciju i Bazenu za taloZenje bio je sledeci:

e 73 15.06.2020. godine bio je 71.33 m3/h.
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9. REZULTATI MERENJA

Granicna vrednost emisije - GVE
— . .. GVE .
Postrojenje Zagadujuca materija . Zakonska regulativa
(mg/m?)
Uredba o grani¢nim vrednostima
emisija zagadujucih materija u
Fabrika TOV (Bazen za aeraciju Stiren / vazduh iz stacionarnih izvora

i Bazen za taloZenje) zagadivanja, osim postrojenja za
sagorevanje (“Sl. glasnik RS” br.
111/2015, DEO VIII)

Tabelarni prikaz proracuna emisije zagadujuéih materija na emisionom mestu: /b

Fabrika TOV - Bazen za aeraciju (‘a

PERIOD: 15.06.2020. 8", 12", 16", 20", 24", 4" @

Jedinica METODA
PODACI O OTPADNOJ VODI mere VREDNOST ISPITIVANJA
Kolic¢ina ulazne otpadne vode m3/h 71.33 Analiza uradena
Temperatura otpadne vode °C 33.00 od strane
Koncentracija stirena mg/I 0.10 labgratonje RET
L g : ROHEMUA” RJ
pH otpadne vode / 7.75 Laboratorija
- Jedinica | PRORACUNATI REZULTATI METODA
IZRACUNATI PARAMETRI
c mere EMISUE ISPITIVANJA
EPA-453//
WATER9
Emisija stirena g/h 6.74 SoTtvrarc/ersion
3.0

Napomena: proracun je uraden na osnovu srednjih koncentracija zagadujucih materija dobijenih iz hemijske analize
vanrednih uzoraka ulazne otpadne vode (Cija je analiza uradena od strane laboratorije “PETROHEMIJA” RJ
Laboratorija), protoka otpadne vode i meteoroloskih podataka za 25.06.2019. godine
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Fabrika TOV — Bazen za taloZenje

PERIOD: 16.06.2020. 8", 12", 16", 20", 24", 4"

Tabelarni prikaz prora¢una emisije zagadujucih materija na emisionom mestu:

Jedinica METODA
PODACI O OTPADNOIJ VODI mere VREDNOST ISPITIVANJA
Koli¢ina ulazne otpadne vode m>/h 71.33 Analiza uradena
Temperatura otpadne vode °C 32.67 od strane
P laboratorije
Koncentracija stirena mg/| 0.01
“PETROHEMIJA”
pH otpadne vode / 7.78 RJ Laboratorija
. Jedinica | PRORACUNATI REZULTATI METODA
IZRACUNATI PARAMETRI mere EMISUE ISPITIVANJA
EPA-453//
WATER
Emisija stirena g/h 0.0027 9 .
software version
3.0

vanrednih

Napomena: proracun je uraden na osnovu srednjih koncentracija zagadujucih materija dobijenih iz hemijske analize
uzoraka ulazne otpadne vode (Cija je analiza uradena od strane laboratorije “PETROHEMIJA” RJ
Laboratorija), protoka otpadne vode i meteoroloskih podataka za 25.06.2019. godine
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10. ZAKLJUCAK
10. 1 Konstatacija izmerenih koncentracija zagadujucih materija

Na osnovu ugovora broj 1785-0 od 28.01.2019. izmedu akcionarskog drustva za proizvodnju
petrohemijskih proizvoda, sirovina i hemikalija "HIP PETROHEMIJA" Pancevo-u restruktuiranju, ul.
Spoljnostarcevacka br. 82 i ,Instituta za zastitu na radu” a.d Novi Sad, izvrSen je proracun emisije
zagadujucih materija iz fabrike ,,TOV” (Tretman otpadnih voda) u okviru Fabrike sintetickog kaucuka
FSK, Elemir za period januar-jun 2020. godine.

Sagledavanjem vrste postrojenja kao i proracuna emisije zagadujuéih materija moze se konstatovati
sledece:

Fabrika ,TOV“ (Tretman obrade voda)
e Proracun emisije zagadujuéih materija iz bazena za aeraciju i bazena za taloZenje izvrsen je

koriséenjem metode EPA-453 (Air emissions models for waste and wastewater) u skladu sa
Uredbom o grani¢nim vrednostima emisija zagadujuéih materija u vazduh iz stacionarnih
izvora zagadivanja, osim postrojenja za sagorevanje (“Sl. glasnik RS” br. 111/2015, DEO VIIl).
Metoda je zasnovana na matematickom modelovanju odredenih parametara koja uz
programski paket “WATER9 v3.0” daje veoma preciznu sliku o emisiji Stetnih materija iz
pojedinacnih jedinica u okviru postrojenja za preradu otpadnih voda. Kao rezultat se dobijaju
grami emitovane Stetne materije u jedinici vremeni, koje nije moguce uporediti sa grani¢nim
vrednostima jer one nisu propisane uredbom.
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BITNE NAPOMENE:

Svi prezentovani opsti podaci, tehnicki podaci, kapaciteti postrojenja, tehnoloski postupak i sirovine,
kao i potro$nja energenata su preuzeti od naucioca merenja. Ne preuzima se odgovornost u pogledu
njihove verodostojnosti.

Rezultati merenja emisije (IZVESTAJ O MERENJU EMISIJE) odnose se isklju¢ivo na predmetna merna
mesta, tj. emiterima gde su vrSena merenja po zahtevu narucioca za odredene parametre. Ni u kom
slu€aju ne uzimaju u obzir ukupnu emisiju postrojenja ili preduzeca, kao i na emiterima na kojima
nije vrSeno merenje ili nije bilo tehnicki izvodljivo.

Vigi analiticar | $ Analitider
/’1'.‘- .
”” P -
- o = - L~ /' - ~
Jovan Bekic, diplomirani bemicar Nikola Rovkovié, diplomirani inZenjer

2adtite Zivotne sredine

-”---7 L -

Rukovodilac c!’e;{arin?‘v a za ekotoksikolodka ispitivanja
/ ol

Goran KneZevié, diplomirani inZenjer tehnologije

Movi Sad, 27.07.2020.

M.P

11. PRILOZI

1. Stampani izvestaji programa WATER9 ver.3.0
Izvestaj o analizi uzoraka otpadnih voda uradene od strane laboratorije “PETROHEMIJA” RJ
Laboratorija

3. Dozvola za merenje emisije iz stacionarnih izvora zagadivanja Ministarstva poljoprivrede i
zastite Zivotne sredine broj: 353-01-01355/2017-17 od 09.06.2017. godine

4. Sertifikat o akreditaciji akreditacionog telo Srbije, akreditacioni broj 01-073 od 10.04.2020.
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Type of unit is aerated biotreatment

1 Description of unit 1 Bazen za aeraciju
2 Wastewater temperature (C) 33

3 length of aeration unit (m) 21

4 width of aeration unit (m) 11

5 depth of aeration unit (m) 2,5

6 Area of agitation (each aerator,m2) 231

7 Total number of agitators in the unit 2

8 Power of agitation (each aerator, HP) 20,39
9 Impeller diameter (cm) 124
10 Impeller rotation (RPM) 84

11 Agitator mechanical efficiency 0

12 aerator effectiveness, alpha 0

13 if there is plug flow, enter 1 0

14 Overall biorate (mg/g bio-hr) 19

15 Aeration air flow (m3/s) 0

16 active biomass, aeration (g/l) 0

17 If covered, then enter 1 0

18 special input 0

19 pH (enter 0 for no pH adjustment) 7,75

WASTEWATER TREATMENT UNIT 1 07-27-2020

ETHENYLBENZENE (styrene)

COMPOUND PROPERTIES OF ETHENYLBENZENE (styrene) at 33 deg.C
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sity (g/cc) 0,9

ecular weight 104, 2

fusion coef. water (cm2/s) 8,215e-06

fusion coef. air (cm2/s) 0,074367

or pressure (mm Hg) 11,68 (0,22592 psia.)
ry's law constant (atm-m3/mol) 0,004324 y/x= 240,245

Reference for Henry's law: Yaws and Yang, 1992 S

or pressure temp. coefficients 6,94536 1437,432
enthalpy of vaporization 90,631 cal/cc.

o order biorate constant (mg/g-hr) 44,567

st order biorate constant (1/g-hr) 0,15763

anol water partition coefficient 3,16

ubility ppmw 300,

UNIFAC activity coef. in water at 25 deg. C is 2,558e+04
water solubility estimated from the activity coefficient
activity coefficient in octanol at 25 deg. C is 2,38434

UNIFAC activity coef. in water at 33, deg. C is 2,233e+04
water solubility estimated from the UNIFAC activity coef.

water solubility estimated from the UNIFACa activity coef.

UNIFAC activity coef. in octanol at 33, deg. C is 2,32156
FAC code 3155:1;0000000 ; CAS code 100-42-5
The estimated vapor pressure is 9.728 mm Hg.
AILED CALCULATIONS at Unit 1 Bazen za aeraciju
e: aerated biotreatment

COMPOUND: ETHENYLBENZENE (styrene)
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WASTEWATER TREATMENT UNIT 1 07-27-2020
ETHENYLBENZENE (styrene)

The submerged air specified by inputs is 0, m3/s.

The inlet concentration before vent addition is 0,1 ppmv.

The submerged air after vent addition is 0, m3/s.

The inlet concentration after vent addition is 0,1 ppmv.

The overall mass transfer coefficient is 2,374e-03 m/s.

The depth of the system is 2,5 m.

The ratio of the mass transfer coef. to the

depth is the surface rate constant.

The rate constant from surface stripping is 3,418383 per hr.

The air rate is 0,e+00 1/hr.

The Henry's law constant is 4,324e-03 atm/ (g-m/m3).

The air density at the surface is 3,983e+01 g-m/m3.

The volume of the system is 577500 1,

The concentration into the unit with recycle is 0,1 ppmw.

The flow rate into the unit with recycle is 19,81 L/s.

The hydraulic residence time is ,337 day.; 8,098 hr.; 485,87 min.

The rate constant from air stripping is air * hl * airdens / vol (hr-1)
The rate constant from submerged air stripping is , per hr.

The total rate constant from surface and submerged air is 3,418383 per hr.
The stripping time constant is 18 min,

The stripping half-life is 12 min,

The o0il corrected aqueous HL in the dropping waste stream is 2,4e+02 (y/x)

Closed or sealed waste drop into the unit. waste 1 Bazen za aeraciijt
Properties of ETHENYLBENZENE (styrene) at 33, deg.C (91,4 deg.F)
hl= 0,004324 atm-m3/mol vp= 11,68 mmHg (0,22592 psia)

240,245 y/x
0,17224 g/L gas per g/L liquid
Temperature adjustment factor = 1,046 ~(T-25), deg. C
kl= 0, L/g-hr dl= 8,215e-06 cm2/s dv= 0,074367 cm2/s
Compound flow rate from inlet water is 0,001981 g/s.
Compound flow rate from inlet vent is 0, g/s.
Compound flow rate from inlet duct is 0, g/s.
Submerged aeration rate from inlet vent is 0, m3/s.
Total submerged aeration is 0, m3/s.
The residence time in the unit is 8,09776 hr.
Biomass production
The biomass production rate is 1,306e+08mg/hr. (0, mg/L)
The fraction dissolved solids converted is 0,
The estimated biomass exit concentration is 0, mg/L.
Quiescent wind shear surface  Springer
Springer correlation does not apply, use Mackay and Yeun (1983).
The friction velocity is 13,347cm/s.
The Schmidt number is 1217,337.
kl is estimated as 5,915e-06 m/s.
kg is estimated as 0,006929 m/s. Model:
kg is estimated as 0,006929 m/s. Model: 2
The Schmidt number is 2,01702.
The friction velocity is 41,341 m/s
kg is estimated as 0,012777 m/s. Model: 3
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WASTEWATER TREATMENT UNIT 1 07-27-2020

ETHENYLBENZENE (styrene)

Agitated surface

The rotation speed is 8,79581 radians per second.
The rotation factor NRW is 9,004e+05.
The power number NPR is 7,653e-05.
The rotation factor NFR is 9,777.
kg (agitated)is estimated as 0,013066 m/s.
kl (agitated)is estimated as 0,002406 m/s.

The specified and growth biomass is 0, g/L.
The effective KL (surface + diffused air) is 0,002374 m/s.

The effective stripping time (surface + diffused air) is 17,552 minutes.

The pump mixing time is 5 x the pumping recirculaion time, 0, min.

The ratio of the mixing to the striping (surface + diffused air) is O,

The mean residence time is 485,866 min. (8,09776 hr.)
The ratio of the pump mixing to the residence time is O,
Waste rate in the unit 19,81 (L/s) 0,45218 (MGD)
concentration into the unit 0,1 (mg/L)
compound rate into the unit 0,001981 (g/s) 0,015722 (1lb/hr)
compound rate recovered by controls 0, (g/s) 0, (1lb/hr)
fraction recovered by controls O,
KG aerated (m/s) 0,013311
KL aerated (m/s) 0,002406
KL OVERALL AERATED (m/s) 0,00119
KG quiescent (m/s) 0,007059
KL guiescent (m/s) 5,915e-06
KL OVERALL QUIESCENT (m/s) 5,887e-06
KL OVERALL (m/s) 0,002374
air stripping time constant (min) 17,552
FRACTION SURFACE VOLATILIZED 0,945606
FRACTION SUBMERGED VOLATILIZED 0,
TOTAL FRACTION VOLATILIZED 0,945606
FRACTION BIOLOGICALLY REMOVED 0,
FRACTION ABSORBED 0,020175
TOTAL AIR EMISSIONS (g/s) 0,001873
(Mg/vyear) 0,059078
EMISSION FACTOR (g/cm2-s) 8,11e-10

UNIT EXIT CONCENTRATION (ppmw) 0,005434

N



WASTEWATER TREATMENT UNIT 1 07-27-2020

ETHENYLBENZENE

Type of unit is open sump
Description of unit 1
Underflow T (C)
Total water added at the unit (1/s)
Area of openings at unit (cm2)
Radius of drop pipe (cm)
Drop length to conduit (cm)
Open surface=1
Subsurface entrance=l
subsurface exit =1
radius of underflow conduit (cm)
distance to next unit (cm)
slope of underflow conduit
Open surface of liquid at the unit (cm2)
flow entrance depth under surface (cm)
depth of ligquid in sump (cm)
velocity air at opening (ft/min)
municipal waste in conduit =1
Assume equilibrium in unit, =1
pH (enter 0 for no pH adjustment)
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COMPOUND PROPERTIES OF ETHENYLBENZENE (styrene) at 33 deg.C

(styrene)

Bazen za talozenje

32,67
19,81
13200
5

61

1

1

0

20
500
0,015
13200
10
170
88

0

0
7,78

Type of compound A
density (g/cc) 0,9
molecular weight 104, 2
diffusion coef. water (cm2/s) 8,200e-06
diffusion coef. air (cm2/s) 0,074227
vapor pressure (mm Hg) 11,463
Henry's law constant (atm-m3/mol) 0,004244
Reference for Henry's law: Yaws and Yang, 1992 S
vapor pressure temp. coefficients 6,94536
The enthalpy of vaporization 90,682 cal/cc.
zero order biorate constant (mg/g-hr) 43,911
first order biorate constant (1/g-hr) 0,15531
octanol water partition coefficient 3,16

solubility ppmw 300,

the UNIFAC activity coef. in water at 25 deg. C is 2,558e+04
The water solubility estimated from the activity coefficient
The activity coefficient in octanol at 25 deg. C is 2,38434

(0,22172

psia.)
235,777

1437,432 208,38

(25 C) is 226,12¢

the UNIFAC activity coef. in water at 32,67 deg. C is 2,246e+04

The water solubility estimated from the UNIFAC activity coef.

32,67 C is 257,°

The water solubility estimated from the UNIFACa activity coef. 32,67 C is 370,
the UNIFAC activity coef. in octanol at 32,67 deg. C is 2,32407

UNIFAC code 3155:1;0000000 ; CAS code 100

The estimated vapor pressure is 9.576 mm Hg.

Gas Material balance
Name load flow

(g/s) (L/s)

-42-5

(mol frac)



WASTEWATER TREATMENT UNIT 1 07-27-2020
ETHENYLBENZENE (styrene)
gas flow down vent 0, 0 0
gas flow from upstream 0, 0 0
gas flow to upstream 0, 0 0
alr emissions 7,517e-07
gas out unit line exit 0, 0, 0
gas out duct 0 0 0
balance gas flow at unit -7,517e-07 0,
Node Gas flow summary
Flow added from line downstream 1 ,
Flow added from unit vent 1 ,
balance gas flow , cc/s
Liquid Material balance
Name load flow fe
(g/s) (1/s) (mol frac)
liquid flow to hub .0001981 19.81 0
liquid flow down hub .0001981 19.81 0
liquid flow from upstream 0 0 3.794677E-03
liquid flow end line 1.973483E-04 19.81 0
liquid balance 7.517083E-07
Liquid + Gas Material balance
Name load
(g/s)
Combined balance -1.722356E-11
Node Material balance
Line Name load (g/s) flow (L/s)
1 liquid flow down hub 1,981E-04 1,981E+01
1 gas flow down hub 0,E+00 0,E+00
1 gas underflow 0,E+00 0,E+00
1 liquid underflow -1,973E-04 -1,981E+01
1 air emissions from open unit 0,E+00 0,E+00
1 removal from unit 7,517E-07
TOTAL loading at node -1.722356E-11 0,E+00
percent error mass flow rate ,
Line Material balance
Line Name load (g/s) flow (L/s)
1 gas to line 0,E+00 0,E+00
1 gas out line 0,E+00 0,E+00
1 liquid to line 1,973E-04 1,981E+01
1 liquid out line 1,973E-04 1,981E+01
TOTAL loading at line 0 0,E+00

1 open

1



WASTEWATER TREATMENT UNIT 1 07-27-2020
ETHENYLBENZENE (styrene)

1 vent 0
g/s control device 0
1 uvent (cm/s) 0

1 wflow 19.81
g/s liquid flow

le cwaste .0001981

le cvent .0001981

le cup 0

le cin .0001981

le cline 1.973483E-04

le cout g/s exit line 1.973483E-04
le crem g/s removal 0

le unittrans g/s added 0
g/s gas flow

le vvent 0

le vup 0

le vin 0

le vline 0

le vout g/s exit line 0
~__mol fractions in air

le yup (y upstream) 0
le youp (y upstream) 0
le yin (y at vent base) 0
le yvent (y at vent top) 0
le yline (y line entrance) 0
le yout (v) 0
____fractions lost

le fedrop 0

le fevent 0

le feunit 3.794677E-03

le fbio 0

le feline 0

le cmtr 0

___loss to the air

le e g/s air 7.517255E-07
le ewaste g/s air 0

le ehub g/s air 0

le eunit g/s air 7.517255E-07
le eheadin g/s air 0

le eheadout g/s air 0

le eline g/s air 0

le eendofline g/s air 0
___molar flows

le gmup (mol/s) O

le gmline (mol/s down line) O

(
le gmout (mol/s) 0
le gmvent (mol/s) 0



WASTEWATER TREATMENT UNIT 1 07-27-2020
ETHENYLBENZENE (styrene)

DETAILED CALCULATIONS at Unit 1 Bazen za talozenje
Type: open sump
COMPOUND: ETHENYLBENZENE (styrene)

The o0il corrected aqueous HL in the dropping waste stream is 2,355e+02 (y/x)
Closed or sealed waste drop into the unit. waste 1 Bazen za talozen]
Trench model for mass transfer from a surface.
The effective depth of water flow (h) is 0,32808 ft.
The water flow rate is 1,981le+04 cm3/s.
The velocity of the flow (v)is 0,5657 ft/s.
The width of the unit is 114,891 cm.
The oxygen diffusion coefficient (ratio) adjustment factor is 0,45844.
reareation constant(ft/day) = 21.6 * v ~ 0.67 / h ~ 0.85 * Ratio
The liquid phase mass transfer coefficient from surface is 6,15e-05 m/s.
The Schmidt number is 2,02083.
The friction velocity is 13,347 m/s
kg is estimated as 0,004789 m/s. Model: 3
Properties of ETHENYLBENZENE (styrene) at 32,7 deg.C (90,8 deg.F)
hl= 0,004244 atm-m3/mol vp= 11,463 mmHg (0,22172 psia)
235,777 y/x
0,16922 g/L gas per g/L liquid
Temperature adjustment factor = 1,046 ~(T-25), deg. C
kl= 0, L/g-hr dl= 8,206e-06 cm2/s dv= 0,074227 cm2/s
loss due to mass transfer in conduit run
The length of the run of conduit line is 5, m (16,404 ft.)
Flow of headspace gas in the conduit run 0, L/s
the pressure gradient for the headspace flow is 0, gf/cm2
the headspace area of the sewer 1068,637 cm2
the headspace average velocity is 0, cm/s.
the headspace recirculation velocity is 52,686 cm/s.
Flow of water in the conduit run 19,81 L/s
the width of the surface is 32,441 cm.
the depth of the liquid is 8,3 cm. (3,26772 in.)
the average depth of the liquid is 5,79508 cm. (2,28153 in.)
fraction full of liquid is 0,2075
the residence time of the liquid is 4,74508 s.
The o0il corrected aqueous HL is 2,258e+02 (y/x)

Wind Velocity 447, cm/sec ( 10,M.P.H.) (879,921 ft/min)
Velocity of headspace in sewer 0, cm/sec (0, M.P.H.) (0,ft/min)
Waste rate in the unit 19,81 (L/s) 0,45218 (MGD)
concentration into the unit 0,01 (mg/L)
compound rate into the unit 1,981e-04 (g/s) 0,001572 (1lb/hr)
compound rate recovered by controls 0, (g/s) 0, (lb/hr)

fraction recovered by controls O,
fraction loss in wastel drop to hub
fraction loss in waste2 drop to hub
fraction loss in waste3 drop to hub
fraction loss in collection hub drop
fraction loss in unit
fraction loss in line run

003795
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WASTEWATER TREATMENT UNIT

component

mol fract.

headspace
headspace

mol fract.

headspace
headspace

KG surface
KL surface
flow of waste down hub

component

total component into unit,
TOTAL ATR EMISSIONS

EMISSION FACTOR

UNIT EXIT

upstream of unit, g/s
headspace upstream (y)
at conduit discharge, vy
end of conduit (y)
headspace vent base
flow out vent (cc/s)
flow down line (cc/s)
(m/s)
(m/s)
(1/s)
flow in waste into unit
g/s
(g/s)
(Mg/vyear)
(g/cm2-s)
CONCENTRATION (ppmw)

1

(g/s)

07-27-2020
ETHENYLBENZENE
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0,004789
6,15e-05
19,81
1,981le-04
1,981le-04
7,517e-07
2,371e-05
0,
0,009962

(styrene)



“HiP-Petrohemija”a.d. Panéevo MAQ700-0OB003
Radna jedinica Laboratorija

Sluzba Analiticka laboratorija

Panéevo, 30.06.2020.

IZVESTAJ O LABORATORIJSKIM ISPITIVANJIMA

TEHNICKA POMOC

Evidencioni broj: TP 12/20

Korisnik: Fabrika sinetitkog kauéuka

Datum prijema uzorka: 15.06. - 16.06.2020.

Uzorak/mesto uzorkovanja: Uzorak 1/ ulaz B-2630/1
Uzorak 2 / bazen B-2641

Oznaka, broj i koli¢ina uzoraka: Uzorak 1/ ulaz B-2630/1 u 08P, 12", 16", 18", 24" 04"- 6 uzoraka
Uzorak 2 / Tisa B-2641 u 08h 12k, 16", 180, 24" 041 -6 uzoraka

Zahtevana ispitivanja: temperatura, pH, stiren, suspendovane materije, ukupne rastvorene materije,
ugljovodonitni indeks ulja, benzen, toluen, ksileni, etilbenzen, trihloretilen, 1,2-EDC, 1,1,2,2-tetrahloreten,

1,1-dihloreten; dihlormetan; trans-1,2-dihloreten, olovo, cink.

Dogovorena ispitivanja: temperatura, pH, stiren, suspendovane materije, ukupne rastvorene materije,
ugljovodoniéni indeks ulja, benzen, toluen, ksileni, etilbenzen, trihloretilen, 1,2-EDC, 1,1,2,2-tetrahloreten,

1,1-dihloreten: dihlormetan; trans-1,2-dihloreten, olovo, cink.
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Uzorak 1/ ulaz B-2630/1

Datum uzorkovanja: 15.06. - 16.06.2020.

VREDNOST
ISPITIVANJE METODA JEDINICA
vreme uzorkovanjalevidencioni broj

08:00 | 12:00 | 16:00 | 20:00 | 00:00 | 04:00

1317 | 133V7 | 135V | 137V | 138V1 | 141/

200816 | 200616 | 200616 | 200816 | 200618 | 200617
pH* SRPS H.Z1.111 - 7.8 7,7 7.8 7.7 77 7.8
Stiren* EPA 8015 C mg/l 0.19 0,22 0,00 0,00 0,20 0.00
Temperatura* °C 34 33 36 31 32 32
Koliéina ulazne vode* m3/h 60 58 180 54 44 34
Suspendovane
materije SRPS H.21.160 mg/| 1868 2127 1817 2080 1824 1264
31';‘:::;].‘: rastvorene | Ma0742-UPog mg/l | 3586 | 3492 | 2076 | 2646 | 2012 | 3250
El?;““’"“"'é"' indeks | |5 9377.2 mgh <05 | 16 | 09 | <05 | 06 | <05
Benzen MAQ713-UP050 mg/! <0,1 <0,1 <0,1 <0,1 <0,1 <0,1
Toluen MAQ713-UP050 mg/| <0,1 <0,1 <0,1 <0,1 <0,1 <0,1
Ksileni (p+m+o0) MAQ713-UP0O50 mg/| <0,1 <0,1 <0,1 <0,1 <0,1 <0,1
1,1,2,2-tetrahloreten MAO743-UP030 meyl <1 <1 <1 <1 <1 <1
Etilbenzen MAO713-UPQS0 mg/i <01 <0,1 <0,1 <0,1 <01 <0,1
1,1,2-trihloreten MAQO743-UP030 mg/l < <1 <1 <1 <1 <1
1,2-EDC MAQ743-UPQ30 mg/l <1 <1 <1 <1 <1 <1
Dihlormetan +
1,1-dihloreten MAO743-UP030 mg/l <1 <1 <1 <1 <1 <1
Trans-1,2-dihlereten MAQ743-UP030 mg/l <1 <1 <1 <1 <1 <1
Olovo ** MAO0715-UP089 mg/mi / / / / ! !
Cink ** MAO715-UP089 mg/mi / / / ! ! /

Napomena:

* Analiza radena u FSK laboratoriji i FSK tretmanu otpadnih voda
** Ispitivanje nije vréeno zbog kvara aparata
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Uzorak 2 / Tisa B-2641

Datum uzorkovanja: 15.06. - 16.06.2020.

VREDNOST
ISPITIVANJE METODA JEDINICA
vreme uzorkovanja/evidencioni broj

08:00 | 12:00 | 16:00 | 20:00 | 00:.00 | 04.00

132V | 134V/ | 136V/ | 138V/ | 140V/ | 142V/

200616 | 200616 | 200616 | 200616 | 200616 | 200617
pH* SRPS H.Z1.111 - 7.8 7.8 7.8 7.8 7.7 7.8
Stiren* EPA 8015 C mg/l 0,04 0.00 0,01 0,00 0,02 0,00
Temperatura* °C 32 33 33 33 33 32
Koligina ulazne vode* m3h 60 56 180 54 44 34
Suspendovane
materije SRPS H.Z1.160 mg/| 157 232 200 197 76 28
Ukupne rastvorene
materije MAD742-UPQ9 mg/l 1766 1640 1864 1840 1854 1770
iovodonitniindeks | 150 9377.2 mg| 13 <05 | 11 | 10 | <05 | <05
Benzen MAOQ713-UP050 mg/l <01 <01 <0,1 <0,1 <01 <0.1
Toluen MAD713-UP0D50 mg/| <0,1 <0.1 <0,1 <0,1 <0,1 <0,1
Ksileni (p+m+0) MAO0713-UP050 mg/i <0,1 <(,1 <0,1 <0,1 <0,1 <0,1
1.1,2,2-tetrahloreten MAD743-UP030 mg/l <1 <1 <1 <1 <1 <1
Etilbenzen MAQ713-UPQ50 mg/| <0,1 <0,1 <0,1 <0,1 <0,1 <0,1
1,1,2-trihioreten** MAD743-UPQ30 mg/| <1 <1 <1 <1 <1 <1
1,2-EDC MAQ743-UP030 mg/| <1 <1 <1 <1 <1 <1
Dihlormetan +
1,1-dihloreten MAD743-UP030 mgfi <1 <1 <1 <1 <1 <1
Trans-1,2-dihloreten MAO743-UP030 mgfi <1 <1 <1 <1 <1 <1
Olovo ** MAQ715-UP083 mg/ml / / / / / /
Cink ™ MAO715-UP089 mg/ml / / / / ! /

Napomena:

*Analiza radena u FSK laboratoriji i FSK tretmanu otpadnih voda.
** Ispitivanje nije vrieno zbog kvara aparata

Panéeveo, 30.06.2020.

Pomocénik direktora AL-a
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Rezultate verifikovao:

/'TXKK\CLL e’

Tatjana Duki¢ Angelov, dipl.hem.
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MHCTHTYT 3A SALLTATY HA PAIY AR
HOBW CAL, txonexa 3

| Ipaumeno: 2.3 D6.200F,

. S

Opr. jea, r Bpoi: {_[}p:gxorj. Bpeanoes

oz [223S|]a [ |

PenyGanxa Cp6uja
MHHWCTAPCTBO HOJbOIIPUBPENE
M 3AHITATE XUBOTHE CPEIMHE
Bpoj: 353-01-01355/2017-17
Harym: 09.06.2017,

Hemamuna 22-26
beorpag

Ha ocuoBy 1iana 64. ctap 1. 3axosa o 3amTHTH Bazpyxa (,,CayxbGenn riacuax PC”, 6p.
36/09 u 10/13), un. 7, 8, 9. n 10. Ipasuiruxa o YCIOBHME 33 M3/aBarbe JO3RONE 33 MEpeme
KBaMTCTa BasAyXa M JO3BONS 33 MEDEel¢ EMHCHjE M3 CTALMOHAPHHX H3ROpa sarajupama
»CayxGesn rnacuuk PC”, 6poj 1/12) u wiana 136, crae 1. 3akoua o OIIIUTEM YNIPABHOM
nocrynky (,CiyxGenn rnacumx PC”, 6poj 18/16), pemiasajyhn mo saxresy npaBHor Imma
»AHCTHTYT 3a 3amITWTY Ha pagy” a.n. Hoeu Cap, ynuua Hlxonexa Opoj 3, Hosn Cap,
MuHUCTAapCTBO NOJBONPHBPEAE H 3AINTHTE KUBOTHE CpeanHe, APKAaBHH CEKpeTap, Mo
ornaiherwy mManuctpa, 6poj 119-01-51/26/2016-09 ox 25.10.2016. TOOHHE, A3Aaje

HAO3BOJIYV
- 32 Mepem-e eMHCH]e U3 CTRUHOBAPHAX H3BOPA 3araljnBama -

1. YIBPBYJE CE na npasso nune »HIHCTHTYT 32 3atrTuTY Ha pany” a.n. Homu Cag,
ymaua Hlxoncka 6poj 3, Hosu Can (y namem TEKCTY: PABHO JHLE ,,FIHCTUTYT 2a 3aIUTHTY Ha
pagy” a.n. Hosu Cag), ucuymapa ycnose nponucane 4inasoMm 60, cras 1. 3akoHa O zamrTHTH
Basfyxa (,CayxGenn riacuux PC”, 6p. 36/09 n 10/13) u un. 7, 8, 9. m 10. Tlpasunnuka o
YCAOBHMA 32 H3NaBamke A03BONE 33 MEPeIbe KBAMTETa BasAyXa H JOIBONE 33 Mepere EMUCH]e
U3 CTalHOHAPHUX M3BOpa 3arahusama (,CiywGeru raacuux PC”, 6poj 1/ 12) y norneny xanpa,
OnpeMe ¥ NpOCTOpa, KAO M Ja j¢ TeXHWIKH OCnOCOG/BEHO MpeMa 3aXTERHMA crangapra SRPS
ISO/IEC 17025, ommocHo crampmapaa SRPS CEN/TS 15675, xoju mpencrarma TeXHHUKY
cneunduKanujy crasgapra SRPS ISO/EC 17025, na Bpum KOHTpONy KBadMTETa Basayxa y
JKHBOTHO] CPEIMHY - MEPEE:-€ eMHCH]e ¥ TO saraljyjyhux matepuja us rabene 1.1. npuiora 1. u
ysopkosatbe y emucnjn sarahyjyhux matepuja u3 tabene 1.2. npuora 1. KOjH je ommramnas
¥3 OBO pelieibe ¥ YMEH BEroB CACTaBHH ACO,

2. YIBPBYJE CE pa 3a o6apbatbe 10c0Ba U3 Tauke 1. oBe DO3BOJIE NPABHO JTHIE
»AHCTATYT 3a saurteTy ma pany” a.n. Hosu Cap, noceayje onpemy u3 npuora 2. koju je
OAMITAMITZH Y3 OBO DEIUCHE H YAHY HErOB CACTARHY JICO.

3. OBJIAHIRYJY CE 3anocien® y npasHoM JHLY JIHCTATYT 33 3aINTHTY Ha pajy”
a.ni. Hosu Cap, na oGasisajy nociiose u3 Tauxe 1. ope AO3BOJIC, HABCACHK ¥ MpHAOTY 3. KOjH je
OAIITAMIIAH y3 OBO PELICH:e K YHHH BEros CacTaBHM Je0.

4. OBABE3YJE CE npasxo Jnue »HCTHTYT 32 3amiTuTy Ha paxy” a.n. Hoeu Can, na
he mepema w3 npuiora 1. oas/satn Ha Haukk TPOMUcaH YpentoM O rpaHHIHUM BPELHOCTHMA
emucuja sarabyjyhux wmatepuja y Basgyx us CTALMOHApHHUX W3BOpa 3araljHBama, OcHM



HocTpojema 3a caropesame (,CTyxGeHH FIaCHUK PC”, 6poj 111/15), Ypentom o mepemuma
emucija saralyjyliux Matepuja y Basayx us CTauMoHapHux u3Bopa 3arabusama (,,CiyxGern
raaceuk PC”, 6poj 5/16) u YpeaGom o rpanmunmm BPEAHOCTHMA eMuCHja 3aralyjyhux Matepuja
Y BasayX u3 nOCTpojea 3a caropename (,,Cayxbeny riacHuk PC?, 6poj 6/16).

3. YKHJA CE pememe MunncrapcTsa NOBONPHBPEAC U 3AUUTHTE KUBOTHE CPCLMHE,
6poj 353-01-01408/2016-17 ox 18.07.2016. rozmue.

O6Gpaznoxkeme

PememeM, 6poj 353-01-01408/2016-17 ox 18.07.2016. roawmme, MunucrapeTso
TO/EONPHBPENE U SAINTHTE XUBOTHE CPEHHES OBNACTHNO j¢ NIPABHO JIMIE »AHCTATYT 32 3aWITHTY
Ha pany” a.i. Hosu Cap, yauna Ilxomcka Gpoj 3, Hosu Cap, fia Bpmm KOHTPOIY KBalHUTETa
BA3yXa Y JKMBOTHO] CPSOMHH - MepeHhe eMHcHje 3arabyjyhux marepuja m3 CTalHOHAPHIX
H3BOpa saralinsama.

Haeeneno pemerse u3naro je HakoH wTo je yrepheno a npasno mane nenymasa yciaoBe
Y DOTIERy Kajpa, orpeMe M NPOCTOPa, KAo M Ja je TEXHHUKH OCHOCOGIBEHO npeMa 3axTeBHMa
cranfapna SRPS ISO/IEC 17025, carmacho wiany 60. ctap 1. 3akoHa o 3AIITHTH Ba3yXa &a
BPIIM KOHTPOIy KBANHTETA Bas[iyXa y JKHBOTHOj CDEZMHH - Mepeme E€MHACHje, Kao u ocTane
yenose npormcane un. 7, 8, 9. u 10. Ilpasunuuka o ycoruMa 3a H3naBame HO3BOJIC 32 MEPEme
KBAJTHTCTA BasAyXa U IO3BOJIC 32 MEPEH:E EMHCHjE U3 CTAITHOHAPHUX H3BOpa 3araljuBama,

Y cknajy ca unaHoMm 64. cras 1. 3akoua o 3amTHTH Ba3Ayxa KOjHM je IPOMHCAHO Ja ¢
PEBU3Kja W3IATHX JO3BONA BPIIM jeNHOM [OTHIINLE HIIH HA 38XTCB osnamheHor mpaBHOr I,
NPaBHO ylle ,,MIHCTHTYT 2a 3amrmuty Ha paxy” a.n. Hoen Cap, ymytwno je Munmcrapcrsy
NOJRONPHBPENIC W 3AIITHTE JKMBOTHE CPEAWHE 3aXTeB, Opoj 353-01-01355/2017-17 on nama
01.06.2017. rogumme, 32 pesmsujy mospone 3a MEPEHE EMUCH|E€ W3 CTAIMOHADHMX H3BOpa
saraljusama. 3axTeBoM 3a peBH3Mjy IO3BONE NPABHO JIMLE OGABECTHIO Jje Munucrapcrso
TNIOJBONPUBPE/C M 3SAUTHTE XKMBOTHE CPEeNEHE O AOOGHjamy HOBOT, mponmperor QO6uma
akpeuramuje 6poj 01-173 ox 26.03.2017. roamwe, ¥ CKIany ca 3axTeBMMa ctaHAapaa SRPS
ISO/IEC 17025, y3 xopumheme Texumuke cneimduxaunje SRPS CEN/TS 15675 y norneny
Tipumere Metoze BS 2742:2009 3a oapeljupame satammemna quMumEX racosa, ITyrem 3axtera 3a
PeBH3Mjy [O3BOJIE, OpPABHO JHUE OBGRBECTHIO Jje MuHHCTapCTBO HO/LONpHBpene M 3aurTHTe
JHABOTHE CPE/IIHE K O TIOCCAOBAIbY MPEHOCHOT FACHOT Y30pKHBAYA 3a Y30PKOBaH:€ OPTaHCKHX ¥
Heopranckux Marepuja TCR TECORA BRAVO PLUS a KOjH ce He Halal\ Ha JIHCTH OTpeMe
HaBe/IcHe ¥ petnewy 6poj 353-01-01408/2016-17 ox 18.07.2016. ropmane. V3 3axtes 3a PeBH3HjY
A03BOJIE TIpaBHO JMLE RocTaBUIO je O6uM axpeauraumje Gpoj 01-073 ox 26.03.2017, rojuHe H
UIMEH,CH CTHCaK oBamifieHnX LA 3a MEPere EMHCH]e.

Ha ocnoBy foxymenranmje zocrasmene ¥y3 3axtes 6poj 353-01-01355/2017-17 ox maua
01.06.2017. rogsue u gonyse ZoxyMmerTanmje on Aana 08.06.2016. roaume yrepheHo je na
TIpaBHO Jue ,,IHCTHTYT 3a 3alITHTY Ha pany” a.n. Hoeu Can, yanna Iilxoncka 6poj 3, Hosu
Cap, nocenyje pemerse o yrephjusamy obuuma akpeauTaije 6poj 01-073 ox 26.03.2017. romane
HHME HCIyHhaBa ycnoB feduuucaH y wiany 60. ctae 1. 3aKOHA O 3aITHTH Ba3Jyxa na je
CTPYHHO H TCXHIMIKU 0CTIOCOGLEH NPeMa 3aXTeBHMa CTaHaapna SRPS ISO/IEC 17025, na ppmu
KOHTPOIlY KBANMTCTA Ba3fyXa - Mepeme eMucHje sarabyjyhux MaTepHja M3 CTAUHOHAPHHX
u3BOpa saraljiBama, ka0 M OCTane yciome u3 wi. 7, 8, 9. u 10. Tlpasunnuka 0 ycnoBMMa 3a
M3[ABAe MO3BOTIC 33 MEPEeHC KBAMMTETA BasAyXa M JO3BOAC 3a MEPCHE EMUCHjEe W3
CTallMOHAPHMX H3BOpA 3araljHBama.



I/IM&_]yhn Y BHAly HaBE/IEHO, a CariacHo 4iany 136. cras 1. 3aKoHa O OMIITEM YTPaBHOM
[IOCTYTIKY KO_]PIM Je mponucaHo N1a OpraH HamNEKaH 3a pelaBame JOHOCH PEmiene O YTPaBHO]
CTBapH KO_]a Je npenmMer noctymnka, MEHHCTapCTBO OJEONPUBPE/IE U 3AI0THTE KHBOTHE CpemHe
HOHENO j€ pelierse Kao Y ANCIIO3HTUBY.

YIIYTCTBO O IIPABHOM CPEICTBY:
OBO peLue-e je KOHaYHO Y YPaBHOM IIOCTYTIKY.

TIpoTHE MCTOT Ce MOME NOKPEHYTH YNPaBHH CHOp TYXKGOM KO Ynpagror cyna Cpbuje y poky
ox 30 nana off npHjeMa pelnema,

HoctaeuTi:

1. Tlpasrom mumy ,MHCTHIYT 3a 3awTuty Ha paxy” a1 Hoeu Cag, ymaua Ixoncka 6poj 3,
Hosu Can

2. CexTopy HHCHEKIMje 3a 3aIUTHTY XHBOTHE CpeauHe, MUHHKCTApCTBO TIOJBOTIPHBPENE H
3aWTUTE XKHBOTHE Cpeaune, [p Misana Pubapa 91, Hosu Beorpan

3. Apxnen

/' ‘_;'m\ E:
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IMPHJIOT 1. Su
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Tabena 1.1. Cuucak saral)yjyhiux matepuja koje ce mepe y eMucHjm: _ .
Doy | i
1;2_' | 3arabyjyha matepumja | Oncer E‘ Meroaa ‘
}. = —— =
5-04-66*
| 1. BO,Z[OHHK cyndun (HzS) -200 mg/m?3 i TOM&?CKH aHAT3ATOp |
| T Q5-04-107*
_2 | ImM_Hf)-j(anaHCKH 6poj | 0-6 (ayTOMATCKH AR op) |
| BS 2742:2009*
3. |3aTamMmeme JUMHHX racopa 0-5 (MeToRa mopehema)
' 4 | pavEn 6poj mpu 0-9 SRPS B.H8.270:1968*
| carop_cnara\ YIba 33 IOIKEHne __ (merona nopeliema)
I | As, Cd, Ni, Cu, Co:
| apceH (As), xammujym (Cd), 5 0,005-0,5 mg/m3_J
5,  Xpom (Cr), koGant (Co), m me/m SRPS EN 14385:2009*
| 7" | 6axap (Cu), manran (Mn), Pb 0,007-0, 5 me r (Texanxa AAS)
rkat (NA), onoso (Pb) Cr: 0,001-0,5 mg/m®

6. Iylcyflma KHBA 0,001-0,5 mg/m?

i
‘ YKYTIHH TaCOBHTH OPTaHCKH

. 3
* | yroenne (TOC) 0-1000 mg/m

20-1000 mg/m®

| NpamKacTe MaTepuje

';pamxac're Marepyje y

| OTICETY HUCKHX MaCceHux
KOHUeHTpandja
FaCOBHUTH XJIOPHAM
H3paxkeHd kao HCI

0-50 mg/m3

1-5000 mg/m?

10,

11. |racosura jenutbema ¢uryopa

0,5-200 mg/m?

SRPS EN 13211:2009*
(Texauka AAS)
SRPS EN 12619:2013*

| (KOHTHHyaJHa METOZIA TUIAMEHO- |
Jjonusanuone perekuyje - FID)
(ayTOMATCKY aHAIA3ATOD)

SRPS ISO 9096:2010*
(rpaBuMeTpHja)

SRPS EN 13284-1:2009*
(rpasuMeTpHja)
SRPS EN 1911:2012*

| (ancopmum|ja/criextpodoToMeTpH|a)

SRPS ISO 15713:2014*
(ancopnumja/jon cenexTHBHA
eNeKTpONa)

| Ioje/MHatHa racoBHTA
OpPraHcKa jeIUbeiba —
METOIA Y30PKOBama
coprmiujoM npakiena
12 €KCTPaKI[joM pacTBapaua
" | (Gensen, Tonyen,

erunbenseH, Keuwien (0, m,
| p), cTHpeH, 1,2-guxoperay,
TPHXJIOPETHIICH H
| TETPaXJIOPETHIIEH )

0,5-2000 mg/m?

5-2000 mg/m®

13. | cymnop anoxcug (SO2)

0-3500 mg/m3

HH()panpBeHa CIEKTPOMETH|a)

SRPS CEN/TS 13649:2015*
(ancopnnmja/rexnuka GC/MS)

J

SRPS Eﬁ 14791: :2009*

SRPS ISO 7935: 2010*
(NDIR-Henucriep3uBna



7% N\

[T | (ayromarexn anamisatop)
. ‘ ' | SRPS EN 14792:2009*
14. | oxcuam asora (NOy) 0-2000 mg/m? (xcumwﬁsncueﬂunja)

¢ | | (ayromarexw asammzaTop)
} SRPS EN 15058:2009*
| 15.  yrmen MoHoKenz (CO) 0-500 mg/m> (NDIR-tienucnepsusiia

HHQpANpBeHa CIEKTPOMETPH]a)
— , [ (a)TOMATCKM aHAIU3aTOp)

- S— —

CYMIODHA KHCE/IMHA !
| (H2504) u cymmop
*
_ | TPHOKCHA (SO3) mnu camo 0-100 mg/m? Q5-04-467.
| CYMIIOP TPHOKCHI] ¥ (omymeTprja)

YCIOBMMA OJICYCTBA
|| evmmopHe knceme . o
* Jxaﬁopa'ropﬂja MCRYH:8Ba 3aXTEBE 32 MEPHOAMMHO MEPEHHE cmncnje y cmm.ny ca SRPS CEN/TS 15675 u
{y3opxoBamne)

Tabena 1.2. Cancax 3arabyjyhinx Marepuia Koje ce Y30PK¥jy:
1;? | 3arabhyjyhia marepnja Hocrynalc ¥Y30pKOBaABKA:
] ) | SRPS EN 13649:2015
[ . (MeToAa y30pKOBama COPHIMjOM
1. | nojeANHAYHA F4COBHTA OPIaHCKA jeAHHCHA npahieHa eKCTPAKLAjOM PACTBApATA
WM TEDMANTHOM AECOPTIIMIOM)




ITPULIIOT 2,

nanoPa 3sarahuBama:

e

Ta6ena 2.1. Tlonanu o onpemn 3a yIumMamke y3opaKa & Mepene eMHCHje H3 CTATHOHAPHAX

'Pen. Hasus ypehaja Kom i HuBenrapekn | Jeramne
6p. Tan / mapka g 6poj | KAPAKTEPHCTHKE E
.‘\yraw;mxn raCcHH AHANH3ATOP y cKiany ca
! hEsTo3s0xL R 1462000 \ Tabeniom 2.2. |
| 5 }30KAHETHHKY y30piHBaT - 176300 ! ¥ CKuiagy ca
ISOSTACK BASIC, TCR TECORA 143300 | tabenom 2.3.
[ 2 GOM&TCKH TaCHU AHAJH3ATOp | y cknazy ca
3. MIR 9000 Environnement - 1 209200 tabenmom 2.2. |
AHaTH3aTOp 3a OfpelHBame yKynHor |
4. racOBUTOr OPraHCKOI YTJbCHHKA 1 162000 1?; ;:ﬁg:gzc; |
__ [GRAPHITE 52M o - —t ]
AYTOMATCKH aHAIM3ATOP 3a oapelnpame | '
|5 _anmMuor 6poja TESTO 308 I !. kil |
[lpeHocH IMHAMYIHE JWTYUHOHH racHH ‘ I
g, - OPKVBA' 32 Y30KOBaR-E OPIAHCKHX H ) 161600 '
HEOPTaHCKUX MaTepHja | ‘
TCR TECORA DDS I I SR
| [pEHOCHH racH¥ y20pKHBAY 32 Y30PKOBAH:E |
7. |OpraHCKHX U HCOPTaHCKHMX MaTepHja Lo 143200

[[CR TECORA BRAVO PLUS

!



Ta6ena 2.2, Ypehaj 3a mepemse CMHCH je JAMHHX racoBa;

1;:? Hasne ; Kapaxrepucruka Kom
| YP | | . _ L
J | ' AyTOMATCKH racan
i AHANHIATOP 38 MEPCHE
L TESTO 356 XL ' AAMEEX racoupa B pmEIKEx i
= i HapameTapa i
_JIpunuun paoa Bpcma mepema _ Oncez mepera
EMEKTPOXEMHU]CKH CeH3Op HS ' | H28  0-200 mg/m3 ..
- - Cenzopu - B |
Bpcma B  Ayxucuna, padna memn. umc) _ ~ Kom.
__ CeH30p NpHTHCKA | 10 - 30000 hPa | 2
ceﬂaop p JmpeperIjanHor npumcxa - =200 - 200 hPa ! 2
S - _Conoe B !
Bpema Aysncuna, padna memn. umo Kom.
! COHJA 38 Y30PKOBake AUMHUX L 3_28 r_nrlr(l)/(f)aoﬁénm, 2
! racoBa ¢a TepMonapom . >
L R i CHCLH|AMTHO UPEBO - ST—
poGycHa BHCOKOTeMIIepaTypHa 0-100% RH, -20 - 180 °C, 1
COHZA 32 MEPCH€ BIAKHOCTH | 300 mm/@ 12 mm o S ;
ITirosa wes L 1000 mm/3 8 mm, 2
- momme -40 - 600 °C .
[ - IIpameha onpema B o
KaTMOpaUMOHH racoBM 101 | 3
| AYTOMATCKE racsu !
2 ) Vﬁgggmﬁl‘ AHAM3ATOP 33 Mepeme ' 1
il - AHMHHX racoBa 05 Lt
_Dpunwunpade | Bpemamepersa | Oncez mepera
CO  0-500 mg/m?
NDIR (ueaucnepsrpa 3
HHppaupseHa ceKTpOMeTpHja) | €0, €0z 50 (S:% g:g(iz mg/m
_x_qynnyﬁﬁﬁcn@a _i_ ONO:« o ) ‘NOx 0—2000 mg/m3 .
MapaMarHeTa3am | 107 10z 025%
[ - ) Conde - .
u _Bpema Ayxcuna, paona memn. umo B Kom. |
| rpejaHa CoHJIa 38 Y30pKOBame ; L 2000 mm/14 mm mm, 1
o rwom | xepwmmegwrmep | 1
__ - _ Iipameha onpema -
} B rpeJaHa redmoncxa JmHMja | 50m, 180°C 1
_ Tpejana TepuoncKa iMAMja | 15m, 180°C l o 1 N
’ ___ spanrac | wor 3
L____ ZEro rac ] 101 |
3 .f Asaxmusarep Onpehueame macene 1 |
L; [ GRAPHITES2M | woHuewTpammje ykymmor [ |




’ TaCOBHTOT OPraBEcKoOr s
. | VILeHHKR |

H;m:un pada I Bpcma mepersa i _6ncee meperna ]
L FID petextop | ng:::ﬁgg afim | TO(i 1)-1000 mg/m_3 {
. Conode
Bpema \ Jysrcuna, padna memn. umd | Kom.
qo_nga;l §3op1<osamé racosa T| LS00 mm/6mm __ 1
i o _ Dpamehaonpewa )
rpejana TenoHcKa nMHMja ] 32m 1

__ kamiGpaiony rac ! 101 3



_TaGeaa 2.3. ¥pehaj 3a Meperbe eMuCH{€ NPalIKacTHX MarTepHja: ) __(i

I Pen.

_ Hasus SaxTenn : KOM.
| 6p'_':_ - e 1 - e - tar v |
i Cucmenm 3a U30KHHEMUYKO y30PKOsArse
. | TCRTECORA - | |
1. | ISOSTACK | Excrepun 2
BASIC (o0 pAl i ¥ il
Ca i
Conoa 3a E ga",eu | jzy dNcUna
yIoprosame | m 4m,2m,1,5m 1+141
: Tun u oyncuna I
Humoea ues = — —
‘ ST THm4dm;2m; 1,5m 1+1 ‘
| Hocawu chm_e_ u Oumensuje Quamepa ) % |
| durmepa Ksapunu u craknenu gurrepu O 47 mm, 3 |
R KBapIHE  CTAKNCHE drrep Jaype |
i Ooeajas | Bpcma u kapaxmepucmiuxe |
T —_— A2 | KoHzeH3aTOp Ca HCIHPATULIAMA U CHIHKA 5
_ [ ~ reioppajav Bhare -
Bpcma cucmema | cucteM ca ,heated box”-om
Maxc. memnepamypa 00 xoje je cucmem '
1200 °C
npeosubhen 3a v3oproeare | o
Jooayu 3a yoprosarse ocmanux nonymanama
Cmaxnena uessa | | Kapaxmepucmuxe | .
: | y3opKosare 2 m ca U3MEH/EHBHM MIIA3HHANIAMA ' i
r | , ke =t
' Cmaxaene | Bpcma u kapaxmepucmuie g '
na | —— — == e e
MAAIHUYE cer ,,S” Minasuuma o 4 mm 10 14 mm
| e S S
Konodenszauuonu _ Bpcma u kapaxmepucmuxe
u adcopnyuonu Aa CTAaKJICHH W3MEHUBAY TOILIOTE M CET O 6 1
ypebaj _oTaKnemux momvpammua ‘
Cucmen 3a Bpcma u kapaxmepucmuxe
xnabere Aa ISOFROST cucTeM xnaliema - eeKTpo 1

ypehaj ca pacxnagioM TeyHomhy




OPIIIOT 3.

Tabena 3.1. Cnmcax opiamhiennx JKNa 32 BpIIChe Mepeba eMHACH]E:
|

Pen. R > L
é ;;‘ HAme n npeznme 3Bane | Panso mecro
| - — = - i -
BHIIH aHAUTHYAD
} 1 | JoBan Bexuh | u@nomnpa_nn XeMHuuap B | (TeXHWKH OJIrOBOpHO E)
| TIOMMpPaHH HHKEH } - ap
p Huxona HoBxosah AHILIOMHP P (3aMEHFK TCXHIYIKY
| 3ALITHTS JXKUBOTHE CPELIUHE | :
L ‘ i OXTOBOPHOT JIALA)
H WUTHY
3. | Muman Maxcinossh RUTUIOMUPAHU HIDKCEHED BUIIH aRan ap
| TR VRROAVORT  vanmmcrsa (TEXHHIKO 0cObIBe)
4. Mupjarna Camuh ARILICAApARF o ap
(m3nkoxeMuIap (TEXHHHYKO 0CO0JBC)
s, Busana Byv6uh JUATLIOMHUPEHY HIDKEHEP BHIIY aHANUTHYAp
. B J——— _xemuje (TexAnTKO Ocobme)
6 TaGpujena Monua; HINIOMHPAHH XeMIYa) BHIITH 2K 1ap |
T | TP oTEp | AETIOMHpARHACMITEP | (rexmwmo ocobme) |
- TH
- Jenera [Tapios JVTITIOMHPAHH XEMHHaP BHIIUH AHATATHYAP
[ | buoxemuja (TEXHHYKO 0Cc00IBE)
| ' BHIIM AHATATHHEAD
8. | Jiaypa Jlykuh |_ nfic_"rep XEMHYAp T ——
|
9 | Bojan Bajuh - Teiﬁgﬁgr;ga—n:ntﬁ'eaﬁzgm BHILI RATHTHCIAD
) ) J J Je (rexHUHKO 0co0be)
| | CaHWTApHE XeMH|€ .
. Y30pKHBAY
' 10, | Topan Tpiqesgh BETEPHHAPCKH rexu_m{ap e —
. HE HCK XHHYA,
11, Mupynaxa Mujaxosail FUKIIREP 56 SSODFIHGEY o P
‘ 8 XEMH] ) | (rroMONHM paiHHK)
CTIL{HjANTHCTA CTPYKOBHH
Y,
12, Cnaljana Josanopuh HIDKEH:EP 3aIITHTE JHUBOTHE TEXHU4AD
(nomohian panHuk)
| | CPEIMHE, 3allTHTe O NOKapa | °
|
. a
13. | 3nenxo Ocrojuh AWTLIOMHPAHH rrpocbe'cop TOXHIAP
L L GHoJIOTH]E ¥ XEMH]€ (momohinu panuuk)
. TEXHU4Ap |
4. o 0JI0
14. | | _Jlalm_]ena Jby6uuu | MHUKpOOHONOIIKA TEXHNYAp |  (nowohnm pammuK) !
. CTPYKOBHH HIDKEHb | TEXHAYY]
1. Maja Asrah TPYK HECECD | P
M . ma _rpaheRMHapeTBa (momohiHu pajEuK) |
KHBayd
16. Joruna Bapat MamuHGpaBap 30D

(momohHM pajHuK)



AKPETIMTAITMOHO Axpemuranronn 6pojldccreditation No: Oantaxa npenmere/File Ref

No.:
01-073 201031
TBJIO Brxu og/
Creie Valid from:
ATC HaryM npee akpemuranuje/ , 3anemyje OGN oz
Date of initial accreditation: 01.09.2003. Replaces e
OFAM AKPEJATAIAJE | 3.
Scope of Accreditation " v i = {

AXpenuToRANO TENO0 32 CUSHHBMLE yearJamenocrn/ Accredited conformity assessment body

Huceruryr 3a 3amraTy Ba pagy A Hopr Cax
JlaGopaTopuia 3a MCIHTHEBAN. @

Heopu Cap, Mapka Musanosa 9 5 9A

Cranpapa / Standard:
SRPS ISO/IEC 17025:2017

(ISO/MEC 17025:2017)

Cxpaliean o6uM akpenuranaje / Short description of the scope

- OH3YIKE, XeMH|CKa, CEH30PCKa M MEKpOGHONOIIKA HCIHTHBAMKE BOAE (MOBPUIHNCKE BOAE; NOI3CMEHE
Bofte; mAjalie Boje; MAHEpaNHE BOAC; OTTIaTHE BOZE; BOAS 3a kyname ¥ pekpeantuly) / Physical, chemical,

sensory and microbiological testing of water (surface water; underground water; drinking water; mineral
water; waste water; water for swimming and recreation).

- OUIMIKA ¥ XEMUCKa ACTHTHBALE SEMIBHINTA R cexmMenta / Physical and chemical testing of soil and
sediment.

- ORIWYKE, XeMHjCKA B PATHONOINKE BCIATABAmLA oTnang / Physical, chemical and radiological testing of
waste.

- DHU3AYKA ¥ XeMILjCKA HCNRTHBANA BasAYXA (OTNAIHA Iac; ASNORKjCKH rac, aMbrjerntanHy sasayx; pajsa
oxowmua) / Physical and chemical testing of air (emission, landfill gas, ambient air; working
environment).

- Ousmaka, Xemujcka, ceHsopcka, Gmomomxa, GEoxemujcka B MEKpoSHONONKA HCMATABARAE XpaHe /
Physical, chemical, sensory, biological, biochemical and microbiological testing of food,

- ®nayaxa, XeMAjCKE, censopcks, @onomka, GHOXeMHjcKA B MAKpOGYONOIKA HCOUTHBAKE XpaHe 3a
wusoTHaB:e / Physical, chemical, sensory ,blological, biochemical and microblological testing of animal
Jeed.

- DuIMYKE, XeMH|CKA HCIMTHBARMA NPEIMETa OMETe ymoTpefie (CpencTana 33 OApoKaBam:e INTdHe

xurajene, npuGopa u ambanaxe, sewnjux wrpuaka) / Physical and chemical testing of items of general use
{personal hygiene products and kitchenware, utensils, packaging material, tays);

- MukpofHONOmMKA ECTMTHBARA Y30DEKA C4 [OBPHIFHA, CPEACTARA 33 OJpKEBANE JNHIHE XRTHjeHe,

KO3MeTHKe, KOMIpHMOBaHor Bainyxa / Microbiological testing of swabs, personal hygiene products,

cosmetics and compressed air);

- Vcrurwsara ausoa Gyke y pajHoj B KWBOTHOj cpefwus ¥ XyMaRe Bufipatgje / Measurement of noise

levels in working and living environment and human vibrations,

- VsoproBame: BOJE, BasjyXs, OTNANA, 3EMIBAIITA, CEIMMENTE, XpaHe, XpaHe 38 XHBOTHI:E, Y30DAKE i

PayERX NOBPUIARE, npenmera ommte ynotpebe / Sampling of water, air, waste, soil, sediment, i,

e
1

ATC-TIP15-002  Hupame/Maucas: 3/6 Jlaryw: 09.02.2016, o Crpuib b



“ Axpezuramnonn 6poj/
N Accreditation No 01073

Bamu o/ Valid from:  10.04.2020.

3amemyje O6mm ox / Replaces Scope dated:  01.07.2019,
ATC

animal feed, worktop swabs and items of general use.
— Wicnrrusama Ges pasapawa. / Non-destructive testing.
— HejounsyjyRe 3paver¢ / Non-ionizing radiation.

ATC-IIP15-002 Waname/Mancra: 3/6 Hatyw: 09.02.2016. Crpan .2 100



Axpemprawnonu 6poj/
Accreditation No  91-073
Baxu on/Valid from:  10.04.2020,
3anenyje O6um on / Replaces Scope dated:  01,07.2019,
ATC

Aeraman obam axpenarammje/Detailed description of the scope
MeCTo KCTHTHBAm,A: Ha TepeHy Ry nabopatopsjx (Hos Cag, Mapka Musarosa 9 # 9A) ]
Diraka ¥ YeMBjcRR HCOMTHBARR! BA3ZyXa (OTIALEH rac, ACTOHMCKY Tac, amOnjerTaNEY BAsOYX,
| T8/HA OKOMARA

PE. nﬂpmc:“ J Bpers Bcowrasas: B/ang J Oncer Mepeina |

KRpaxTepuCTHICR Koja ce Mepl (rac fe PedeperTnn Joxymest |
";:w“‘ ! {(TeXHMKR RCOBTHRALA) npEMennB0) | ‘
! pOHIBO} i e : ; -
1.  Ornagmm rac Onpeljmane macere H,S _-1
| xosmempanaje HeS (0-2700) mgfm® | Q5-04-66"
’ {3 TOMATCKWY ARAITH3ETO! '}  1{0-1000y°C N -
; | Onpeburase mavmo-xatparckor r 1
' 6poja | 0-6 Q5-04-107"
‘8- 1OMATCKR aBamHsaTopt 0 | L
Onpelusame IaTAMREMmE JAMHAX
i racosa 0-5 BS 2742:2009" }

| {MeTO 1 Topch emal N _ . -
MeTone MCIMTHBALS IPORIBOAR
ox sadre - OnpeliRane povBor . 1
6poje Ipw caropesamy yma 3a 09 SRPSG?‘.H8.270.1968
i JIOXEHHE
_{MeTom nopeliema. | ]
Emucuje 13 cTauBoRapanx As, Cd, Ni, Cu, Co
maropa - OnpeluBeme ykynue {0,005-0,5) mg/m’
emucsje As, Cd, Cr, Co, Cu,Mn,  Mn (0,009-0,5) mg/m® | SRPS EN 14385:2009"
| ' Ni, Pb { Fb (0,007-0,5) mg/m’
| \Texmmxa AAS) _ B '_Cr (0.00{4.5) malm N
| KBamarter sasgyxa - EMucaje ms |
CTANHOHEPHKUX M3BODA - |
‘ MaHyensa MeTozs 3a |
onpeluBame XOHNEHTPaURje
‘ YKYIIHE RUBES
{TexEEK AAS) | — |
Emuchje ¥3 CTAMROHAPHAX |
! | n3sopa - Mepem.e Gpamne u
3ANpPEMUACKOT TPOTOKA CTpYje v: (3-50) m/s ? ?gg)lzsg oV
FECOBA Y KARaNAMa
| i8Y { OMATCKH AHATHSATON }
Mepeme Temneparype, .
| maepesnuansor 1 anconymior ;D((?'zloggogo)chpa | Q5-04-474
’ TpHTHCKA _ P4 (900-1100) hPa
{4 § OMBTCKI AHAITHIATON ! i .
Emmucuje #3 cranmoRapEax
umsnopa - Oxpelinpame Macere
KOMNEHTPAUKje yKynHor
IacOBETOr OPraHCKOr yribeHuKa - | (0-1000) mg/m® | SRPS EN 12619:2013%
Komrrnyanna meToa nmamero-
jormasanmone aerexmuje

(0,001-0,5) mg/m® | SRPS EN 13211:2009"

ATCIIP15-002 HYapame/Mamena: 3/6 Hearym: 09.02.2016. Crpan: /100



ATC

Axpangrranvonn bpoj/
Accreditation No 01-073

Bemu on/Valid from:  10.04.2020,
3ameryje O6mM oz / Replaces Scope dated:  01.07.2019.

["Mecro menmrunama: ra TEPEHY H Y naﬁopampmn (Hosn Caz, Mapra Mamanosa 9 u 9A)

DHINIKA B XeMUjCKE HONWTHBALA: Bayiyxa (OTNaNHA rac, ACTIOHR]CKH Fac, BMORjeNTATHN BasIyX,

8/[HE OKOJIHHA:

——————————————————————————

| IIpenmer
|  monATERLRA
PE.| maTeprjan /
o IPURIBOK

¥
|
i
|
|y

Bpera wenMTERSLA H/WAKR Omnecer Mmepema

KSpaxTepRCTARE KOja ce Mepn (rxefe Pedepentar goxymenr |
(TeXHRKA ACTIRTHBRTLA} nPHMeLMBO}

1. Omam rac
Hacmasax

" EMHCHje W3 CTAmpOHapHAX

i

EMHOKJC A3 CTAWOHAPHEX
ussopa - MaryenHo ofpeljasame
MaceHe KOHIeHTpanaje (20-1000) mg/m® | SRPS ISO 9096:2010"
TPANIKACTHX MATEPHA|a
(rpasmMeTpRja)

m380pa - OppeljuBame npamunne y
OHCEry HHCKWX MACCHUX

koEmerTpamyja - eo 1: | (2,3-50) mg/m’ %{2};84_%1;0”.)
Marryenna rpaBUMeTpHicKa

METOXE

(£ panEMe  pRia) }

Ewmncrje B3 ¢ranuoHapmax

usBopa ~ Onpelnname MaceHe

ROHLEHTPAM]jE TACOBATIX ,
Xroprxa uspaxere npexo HCl— | (1-5000) mg/m® !
Crannapnws ped)epeHTR MCTORA

SRPS EN 1911:20129

| CoeXTpoOTOM: Triijar

| EMucHje U3 CTAUMOHADHAX

| IUXIOPETaH, THHXIOPETHICH &

| Eamcnja ¥3 CTEUMOHAPHAX

{ancopmzja / ‘

U3BOpa — Y30pKOBaHke
ofpeluBae CanpXdja TECOBUTHX |
¢uyopuna

(ancopmmmja / jox cenegruBna |
eNeKipofE)

(0,5-200) mg/m’  SRPS ISO 15713:2014"

Emnczje B3 cranmonapamx

R3IBOpa — ofpeljuBae Macene

KOHOEHTPAIH]C NOjeXURaNHEX

racoOBHTHX OPFraHCKEX jefRECa

—Meroza yaopxonara _

coprmujom npaliena ' 3 | SRPS CEN/TS
ERCTPARTM]OM pacTaapata (0,5-2000) mg/mt” | 35492150

(6eraen, Tonyen, eranGenaen,
XcHireru {o,m,p), CTHpeR, 1.2-

TeTpaxnopeTHIer) |
(ancopmmja / Texemxa GC/MS) i

mspopa — OnpeliuBame Macene
KOHIIEHTpaIHje OKCHNa cymmiopa - | (5-2000) mg/m® | SRPS EN 14791:20179
Crannapaea pedepenTRa MeTONA

| tameorvunia/Bo vy cTrRal AT

ATC-TIP15-002

Vismame/Viamens: 3/6 Tlaty: 09.02.2016. " Crpatat 100



ATC

Axpemrranpons Gpoj/

Basm o/ Valid from:

01-073
10.04.2020.

Accreditation No

Samersyje Obmv on / Replaces Seope dated:  01.07.2019,

' MecTo HonMTHBAMA: Ha Tepeny | y naGoparoprjz (Hosw Caz, Mapka Mamarosa 9 1 9A) '
@HINDA B XeMEjEKa MCIHTHBREA: BaaXyxs (OTNAMFY rac, ACHORMICKH rac, aMGujeHTATHA BAIYX,

4 8HA OKOJIHRA

f

i
P.E. i

Hacmasax

ATC-IIP15-002

IIpeaMer
HCITATHBANS
mareprjan /

${IOHIBA

1. -Omsmmc

i
E KADAKTERHCTHRS Kojz ce Mepu
i

A

Bpera ROHTHRERER WRIR

{TexEVKA HCIRTHEDBRBR)

(rre je
TIpHMEmLUBO)

KORIEHTpanyje xuceonuka (Oy) v
OTIIAZEOM racy
{DapaMATHETHIAM)

@ TOMATCKY BHATH3A! ) |
OzpeljBame canpiaja oxcama
asora (NOX) y oTmragsoM racy
(XeMATYMAEWCHEHIA] 8)

18, TOMATCKA AHATH3ATO, ¢

Ozpeliupame canpixaja yripes-

MoHokcapa (CO) yoTnagsoM racy
| (seaucnepsABRa HHGpaUpReHa

| cnerTpoMeTpEja)

| {8 {NMBTCKH BRATH3ATO))

‘ Onpeliupame sanpeMHACKe
KOHHEHTpaNYje YIIheHEROKCH IR

(CO,) y ornanzoM racy-

obesbelnpame xBamuTETa B

| kanuGpaliyje ayTOMATHIOBARNK
MepHEX cHcTeMn (BeECIIEp3NBHA
nudpanpeeRa CHEKTPOMETPH]A)

. : 8y TOMATCKH BHAIM3ATON
Oppelinsarme canpaaja
cyunopanoxcrza (SO y
OTTIANHOM racy (HeIuCIIep3UBHA
HH(palpBeRa CIEKTPOMETPHAja)

| 8\ (OMBTCKHA BHANHIA! 1}

1

(0-25) % viv

(0-2000) mg/m*

(0-500) mg/m*

t
(0-25) % viv

(0-3500) mg/m’

Onpeljwparme Bnare y oTHANHOM

racy ) )
(ancoprimja / rpasuMeTprja)

Onpeljusare canpxaja cyMropre :

| RUCEIWHE # CYMITOp TPHOKCHIA

| (805) mnu camo cymmop
TpHOKCHAS (SOs) y yenonimMa

t QACYCTBA CYMIIODHS KMCEIWHE

_ {BOT.M¢ T HiCKH!

Vspame/Mamena: 3/6

(29-250) g/m’
(4-40) % viv

(0-100) mg/m®

 Hatym: 09.02.2016.

Oncer Mepema

PedepeaTan JoKyMeRT

e R

SRPS EN 14789:2017"
SRPS EN 14792:2017"

SRPS EN 15058:2017Y

. SRPS IS0 120392011

SRPS ISO 7935:20107

SIS -

SRPS EN 14790:2017" |

Q5-04-4677

{ ipa";l-a:ill 0



N Axpengranaonn Gpoj/
N Accreditation No  01-073

Baxwm op/Valid from:  10.04,.2020.
Sameryjc O6uM oz / Replaces Scope dated:  01.07.2019,

ATC
Mecro menuraBama: Ha Tepery H y naboparopuiy (Hosu Cax, Mapra Mussanosa 9 7 SA)
DmE3pEd B XeMH{CKa HCIHTHRAA: BA3KYXa (OTTIANHH rac, JCTIOHE]CKH rac, aMGWjeHTANHR BAsTyX,
| {Ha OKOJIAER} e . N
‘ Tipezmer Bpera HenRTHBARR K/AIH Oucer Mepena j
' PB. "ﬂm"; EAPRKTEPHCTHRR Koja Ce MepH (rne je Pedepenram goxymenr
I mnjm (TexXRAKA ACIRTHDARLA) NPHEMEILHBO) J
- | 6., g —— ——
2, | Jenonmjcxu rae €0, (0-20) %
Ojpehusame macene CH, (0-100) % 3
xornentpaneje NO,, CO, NO,, gg ((g'_;ggg) mg/m” |
NO, O;, CO,, HiS, CH,, NO~(0270) e | Q5-04-66
TeMnepatype H,S (0-300) mg/m’
(ayToMaTCks aHANM3ATOP) 0,(0-25) %
' t(0-500)°C
3. AwmGujenrammm ambujenmannu
Onpehrpame MepRenTaHA ¥ sasdyn:
Pan u BAYXY (40-1000) pg/m’ | Q5-04-06
ARHA ORORHER  (cnextpodoToMeTpHja) padua oxoruna:
- - 019 e |
ambujenmannin '
Onpetiupame aMonujaka y aavdyx:
Baszyxy | (20-400) pg/m’ Q5-04-13
(cnexrpodoromerprja) padva oxoxuna:
| ) | 180 mzm’
ambujermanu
OnpeljuBame BofoREx cyndmuaa y = sasdyx:
BA3AYXY (34-340) pug/m® I Q5-04-14
(cmexTpodoToMerpaia) PadHa oxeruna:
| b 11-9 mom’ ] _
’ | Sosnamnm?:yenﬁw-
3
P—— (20-500) pg/m Q5-04-417
TG O ‘QTOMKT_:"'I&;_ e | R
ambujenmanuy |
Onpehnbae XIOPOBONONHAKS Y easyx: -
BAsAyXy (3-100) pg/m’ | Q5-04-03
| (cnextpodoToMeTpria) Ppadna oxonua:
15-30i m; m’ R
ambujenmarnu |
OnpehuBame dopmannexuna y sasdyx:
BaszyXy (0,02-3)mg/m® | Q5-04-08
(cnexm(boq‘ouemaja) padua oxorung:
‘ . e ! 10.5-10) m; m’ I
| Onpeljumame caxpxaja ambujenman
HEOPTanCKMX KHCenMaa Ut
| (HF, HCl, HNOs, HiSO, HiPO)) | (0028 mg/m® | Q5-04-560
‘ (Texrnka jomcke PadHa OKORUNG:
o | S[1OMBTO: pu e ! (0.02-100) mghm® | N
ATC-TIP15-002 Hapame/Hamena: 3/6 Maryn: 09.02.2016. ¢ rpatoc6l100



